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(57) ABSTRACT

An object detection sensor includes a hollow insulator, a
plurality of electrode wires, a terminal molded member, and
a blocking member. The hollow insulator includes a longitu-
dinal end. The electrode wires are arranged in the hollow
insulator with the electrode wires spaced apart from each
other. Each electrode wire includes a drawn-out portion that is
drawn out of the hollow insulator from the longitudinal end of
the hollow insulator. The terminal molded member is formed
from an insulative terminal molding resin material. The
drawn-out portions are embedded in the terminal molded
member. The blocking member, which is arranged at the
longitudinal end of the hollow insulator, blocks entrance of
the terminal molding resin material into the hollow insulator.

12 Claims, 7 Drawing Sheets
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1
OBJECT DETECTION SENSOR AND
METHOD FOR PRODUCING THE SAME

BACKGROUND OF THE INVENTION

The present invention relates to an object detection sensor
and a method for producing the object detection sensor.

A conventional electric door opening and closing device,
which opens and closes an opening (entrance, rear opening,
and the like) formed in a vehicle body by moving a door panel
with electric power using drive force of a motor and the like,
includes an object detection sensor. The object detection sen-
sor detects an object located between a peripheral portion of
the opening and the door panel to prevent the object from
being caught between the peripheral portion of the opening
and the door panel.

Japanese Laid-Open Patent Publication No. 11-237289
describes an example of an object detection sensor that
detects an object when elastically deformed by external force
applied by the object. The object detection sensor includes a
hollow insulator having an elongated cord-like shape. A bore
extends through the hollow insulator in a longitudinal direc-
tion. Electrode wires extend through the hollow insulator in
the longitudinal direction. Further, a support member is
coupled to one end of the hollow insulator in the longitudinal
direction. The support member supports a terminal electri-
cally connected by welding and the like to electrode wires
drawn out from the end of the hollow insulator in the longi-
tudinal direction. The support member includes a spacer
inserted into the bore of the hollow insulator and having a
cross-sectional shape conforming to the cross-sectional shape
of the bore. Further, a terminal molded member, which is
formed from an insulative synthetic resin, covers the support
member together with the longitudinal end of the adjacent
hollow insulator. The terminal molded member is formed
through injection molding or transfer molding.

When molding the terminal molded member of the object
detection sensor described in Japanese Laid-Open Patent
Publication No. 11-237289, the longitudinal end of the hol-
low insulator accommodating the support member and the
spacer are arranged in a mold. Then, the mold is filled with
melted resin to mold the terminal molded member. The
melted resin is filled into the mold under a high pressure.
Thus, the melted synthetic resin may enter the hollow insu-
lator from between an outer circumferential surface of the
spacer and an inner circumferential surface of the bore, move
beyond the spacer, and advance deep into the bore.

SUMMARY OF THE INVENTION

It is an objective of the present invention to provide an
object detection sensor that hinders the entrance of a resin
material into a hollow insulator when forming a terminal
molded member, and a method for producing the object
detection sensor.

To achieve the above objective, one aspect of the present
invention is an object detection sensor including a hollow
insulator, a plurality of electrode wires, a terminal molded
member, and a blocking member. The hollow insulator
extends in a longitudinal direction and is insulative and elas-
tic. The hollow insulator includes a longitudinal end. The
electrode wires are arranged in the hollow insulator spaced
apart from each other. Each of the electrode wires includes a
drawn-out portion drawn out of the hollow insulator from the
longitudinal end of the hollow insulator. The terminal molded
member is formed from an insulative terminal molding resin
material. The drawn-out portions are embedded in the termi-
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nal molded member. The blocking member is arranged at the
longitudinal end of the hollow insulator. The blocking mem-
ber blocks entrance of the terminal molding resin material
into the hollow insulator.

A further aspect of the present invention is a method for
producing an object detection sensor. The method includes
preparing an insulative and elastic hollow insulator extending
in a longitudinal direction. The hollow insulator includes a
longitudinal end. The manufacturing method further includes
arranging a plurality of electrode wires in the hollow insulator
with the electrode wires spaced apart from each other. Each of
the plurality of electrode wires includes a drawn-out portion
drawn out of the hollow insulator from the longitudinal end of
the hollow insulator. Further, the manufacturing method
includes adhering an insulative blocking resin material to the
longitudinal end of the hollow insulator to close the longitu-
dinal end of the hollow insulator with the blocking resin
material. The manufacturing method also includes hardening
the blocking resin material after closing the longitudinal end
of'the hollow insulator. Moreover, the manufacturing method
includes forming a terminal molded member with an insula-
tive terminal molding resin material so that the drawn-out
portions and the hardened blocking resin material are embed-
ded in the terminal molded member.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of a vehicle including an
object detection sensor according to the present invention;

FIG. 2 is a block diagram showing the electric configura-
tion of an electric back door device of FIG. 1;

FIG. 3 is a cross-sectional diagram of a sensor portion
taken along line II-II in FIG. 5;

FIG. 4 is a cross-sectional diagram of an object detection
sensor taken along line IV-IV in FIG. 5;

FIG. 5 is a partial cross-sectional diagram of the object
detection sensor;

FIG. 6 is a partial cross-sectional diagram of the object
detection sensor;

FIG. 7 is an exploded perspective diagram of the object
detection sensor;

FIG. 8 is a partial cross-sectional diagram of the object
detection sensor;

FIG. 9 is a partial cross-sectional diagram of the object
detection sensor;

FIGS. 10A and 10B are partial cross-sectional diagrams of
a first embodiment of the object detection sensor;

FIG. 10C is a cross-sectional diagram of the first embodi-
ment of the object detection sensor; and

FIGS. 11A and 11B are partial cross-sectional diagrams of
a second embodiment of the object detection sensor.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

First Embodiment

A first embodiment according to the present invention will
now be described with reference to the drawings.

As shown in FIG. 1, a vehicle 1 includes an electric back
door device 2 installed therein. A back opening 4 is formed at
the rear of a vehicle body 3 of the vehicle 1, and the back
opening 4 is opened and closed by a door panel 5 having a
shape corresponding to the back opening 4. An upper end of
the door panel 5 is pivotally connected to an upper end of a
back side face of the vehicle body 3. This allows the door
panel 5 to pivot about the connecting portion with the vehicle
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body 3 so that a lower end of the door panel 5 moves in a
vertical direction. The door panel 5 is moved between a fully
closed, position and a fully open position. The fully closed
position is a position at which the door panel 5 completely
closes the back opening 4, and the fully open position is a
position at which the door panel 5 completely opens the back
opening 4.

As shown in FIG. 1 and FIG. 2, a drive mechanism (not
shown), which includes an actuator 6 and is arranged in the
vehicle body 3, is connected to the door panel 5. Inthe electric
back door device 2, when the actuator 6 is driven, the door
panel 5 is pivoted in the vertical direction to open and close
the back opening 4.

As shown in FIG. 2, the actuator 6 includes a motor 7, and
a reduction mechanism (not shown) that reduces the speed of
the rotation produced by the motor 7 before outputting the
rotation. Further, a position detection device 8 that detects the
rotation of the motor 7 is arranged in the actuator 6. The
position detection device 8 for example includes a magnet
provided to rotate integrally with a rotation shaft (not shown)
of'the motor 7 or a reduction gear (not shown) that configures
the reduction mechanism, and a hall IC (not shown) arranged
to oppose the magnet. The hall IC outputs a pulse signal
corresponding to changes in a magnetic field of the magnet
caused by a rotation of the magnet as a position detection
signal.

Further, the electric back door device 2 includes an opera-
tion switch 9 for instructing opening and closing of the door
panel 5. As shown in FIG. 1 and FIG. 2, when operated by a
passenger and the like of the vehicle 1 to open the back
opening 4, the operation switch 9 outputs an open signal for
pivoting the door panel 5 to open the back opening 4. When
operated by the passenger and the like to close the back
opening 4, the operation switch 9 outputs a close signal for
pivoting the door panel 5 to close the back opening 4. The
operation switch 9 is arranged in a predetermined location of
a passenger compartment (dashboard and the like), a door
lever (not shown) of the door panel 5, a component (not
shown) carried together with an ignition key, and the like.

Further, the electric back door device 2 includes a object
detection device 11 for detecting a object located between a
peripheral portion of the door panel 5 and a peripheral portion
of the back opening 4 that opposes the peripheral portion of
the door panel 5. The object detection device 11 includes
object detection sensors 13 coupled to the peripheral portion
of'the door panel 5 by brackets 12, and a conductance detector
14 electrically connected to the object detection sensors 13.

As shown in FIG. 1, the brackets 12 are fixed to the periph-
eral portion of the door panel 5 opposing the peripheral por-
tion of the back opening 4, and more specifically, are respec-
tively fixed to both ends in a lateral direction of an inner face
of'the door panel 5 (that is, a side face of the door panel 5 on
a passenger compartment side). Each bracket 12 is substan-
tially belt-shapes and vertically extends on the door panel 5
along the corresponding end of the door panel 5 in the lateral
direction.

The object detection sensor 13 has an elongated cord-like
shape. The object detection sensor 13 include a sensor portion
21 having the elongated cord-like shape, and a first terminal
portion 31 and a second terminal portion 71 respectively
provided at both ends of the sensor portion 21.

As shown in FIG. 3, the sensor portion 21 includes a hollow
insulator 22 formed from an elastically deformable insulator
(soft resin material, elastomer and the like). A belt-shaped
adhesion surface 22a that extends along a longitudinal direc-
tion of the hollow insulator 22 is formed on an outer circum-
ferential surface of the hollow insulator 22. The adhesion
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surface 22a has a straight linear shape in a cross-section
vertically intersecting the longitudinal direction of the hollow
insulator 22 (that is, cross-section shown in FIG. 3). Further,
a portion of the outer circumferential surface of the hollow
insulator 22 excluding the adhesion surface 22q has a sub-
stantially U shape that opens toward the adhesion surface 22a
in the cross-section vertically intersecting the longitudinal
direction of the hollow insulator 22. Accordingly, the hollow
insulator 22 has a substantially D-shaped cross-section verti-
cally intersecting the longitudinal direction.

Further, a bore 225 extending along the longitudinal direc-
tion of the hollow insulator 22 is formed in the hollow insu-
lator 22. The bore 225 includes four separated recess portions
22¢ arranged along a circumferential direction of the bore 225
in the cross-section vertically intersecting the longitudinal
direction of the hollow insulator 22. Further, the recess por-
tions 22¢ extend toward the outer circumference. The bore
22b has a cross-sectional shape in a direction vertically inter-
secting the longitudinal direction ofthe hollow insulator 22 in
a substantially X shape with the four separated recess por-
tions 22¢ forming a shape of connected substantially at a
central portion in the cross-section of the hollow insulator 22.
Moreover, the bore 225 extends in the longitudinal direction
of the hollow insulator 22 so that each of the four separated
recess portions 22c¢ is in a spiral shape. The hollow insulator
22 is hollow due to the bore 225.

Further, two electrode wires 23 and 24 held in the hollow
insulator 22 are arranged to oppose to each other while being
spaced apart from each other in the hollow insulator 22. Each
of'the electrode wires 23 and 24 includes a center electrode 25
formed by braiding flexible and conductive thin wires. A
cylindrical conductive covering layer 26, which is conductive
and elastic, covers an outer circumference of the center elec-
trode 25. Further, the two electrode wires 23 and 24 are
arranged in the hollow insulator 22 and between the four
separated recess portions 22¢ arranged in the circumferential
direction. Two recess portions 22¢ are arranged between the
electrode wire 23 and the electrode wire 24. Further, as shown
in FIG. 3 and FIG. 7, the two electrode wires 23 and 24 are
arranged in the hollow insulator 22 at equal angular intervals
in the circumferential direction (which in the present embodi-
ment is 180 degrees interval), and extend in a spiral shape in
the longitudinal direction of the hollow insulator 22 along the
separated recess portions 22¢ extending in the spiral shape
while maintaining the constant interval between the wires
(the interval in the circumferential direction). Further, the
electrode wires 23 and 24 are held in the hollow insulator 22
by having parts of the wires embedded in the hollow insulator
22 in the hollow insulator 22. The two electrode wires 23 and
24 oppose to each other in the direction vertically intersecting
the longitudinal direction of the hollow insulator 22 via the
bore 225 at all positions in the longitudinal direction of the
hollow insulator 22.

As shown in FI1G. 5, the first terminal portion 31 is provided
at one end of the hollow insulator 22 in the longitudinal
direction (left side end in FIG. 2). As shown in FIG. 5 and
FIG. 10A, in the present embodiment, among both ends of the
hollow insulator 22 in the longitudinal direction, the end
where the first terminal portion 31 is provided is defined as a
firstend 22d, and an end at an opposite side of the firstend 224
is defined as a second end 22e. The first end 22d and the
second end 22e each function as a longitudinal end. The first
terminal portion 31 includes a first support member 41
arranged adjacent to the first end 224 of the hollow insulator
22, and a first terminal molded member 51 in which the first
support member 41 is embedded.
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As shown in FIG. 5 to FIG. 7, the first support member 41
includes a first terminal supporting portion 42, and a first
spacer 43 formed integrally with the first terminal supporting
portion 42.

The first terminal supporting portion 42 has a substantially
disk shape. An outer diameter of the first terminal supporting
portion 42 is smaller than the cross-sectional shape vertically
intersecting the longitudinal direction of the hollow insulator
22, and larger than the cross-sectional shape vertically inter-
secting the longitudinal direction of the hollow insulator 22 at
the bore 225. One end surface in a thickness direction of the
first terminal supporting portion 42 (that is, an end surface on
an opposite side from the hollow insulator 22) is a planar
arrangement surface 44. Further, the first spacer 43 protrudes
in an opposite direction of the arrangement surface 44 from an
end center on the opposite side of the arrangement surface 44
in the first terminal supporting portion 42. The first spacer 43
has a cylindrical shape, and a center line [.1 thereof vertically
intersects with the arrangement surface 44. Further, as shown
in FIG. 4, a diameter of the first spacer 43 is formed to be
substantially equal to a width D1 of the interval between the
electrode wires 23 and 24 opposing to each other in the
hollow insulator 22.

As shown in FIG. 5, FIG. 7, and FIG. 8, two supporting
grooves 45 are formed on the first terminal supporting portion
42. The two supporting grooves 45 are respectively formed at
two positions on a circumferential edge portion of the first
terminal supporting portion 42 at a 180 degrees interval.
Further, the two supporting grooves 45 is provided from an
outer circumferential surface 42a of the first terminal sup-
porting portion 42 toward a center of the first terminal sup-
porting portion 42, and extends through the first terminal
supporting portion 42 in a thickness direction of the first
terminal supporting portion 42 (same as the protruding direc-
tion of the first spacer 43). Further, a width D2 of each
supporting groove 45 is substantially equal to an outer diam-
eter of the center electrodes 25 (by being somewhat wider),
and a depth of each supporting groove 45 is greater than an
outer diameter of the center electrodes 25.

As shown in FIG. 5 to FIG. 7, two contact surfaces 46 are
formed at an end on the opposite side of the arrangement
surface 44 in the first terminal supporting portion 42. The two
contact surfaces 46 are formed between the two supporting
grooves 45 and at two locations near the first spacer 43 at a
180-degree interval. Each of the contact surfaces 46 forms a
right angle with the center line [.1 of the first spacer 43, and is
parallel to the arrangement surface 44. Further, the first sup-
port member 41 is coupled to the hollow insulator 22 in a state
in which the first spacer 43 is inserted into the bore 225 from
the first end 224 of the hollow insulator 22 and the pair of
contact surfaces 46 in contact with an end surface of the first
end 22d of the hollow insulator 22. As shown in FIG. 4, the
first spacer 43 inserted into the bore 225 from the first end 22d
(to the inside of the hollow insulator 22) prevents contact of
the electrode wires 23 and 24 by being arranged between the
two electrode wires 23 and 24 at the first end. 224. As shown
in FIG. 5, the first end 224 includes the end surface in the
longitudinal direction where the first terminal portion 31 is
provided in the hollow insulator 22 and a portion of the
hollow insulator 22 where the first spacer 43 was inserted.

As shown in FIG. 5 to FIG. 7, two first guiding portions 47
are formed at the end in the vicinity of the contact surfaces 46
in the first terminal supporting portion 42. The first guiding
portions 47 are formed between the two contact surfaces 46,
and are formed at two locations near the first spacer 43 at a
180-degree interval. In the present embodiment, when the
first terminal supporting portion 42 is viewed from a contact
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surface 46, the positions where the pair of first guiding por-
tions 47 is formed are conform to the positions where the pair
of supporting grooves 45 is formed. Further, the two first
guiding portions 47 is formed at a portion near the two sup-
porting grooves 45 and between the pair of contact surfaces
46 at the end in the vicinity of the contact surfaces 46 of the
first terminal supporting portion 42, and formed over a range
from the outer circumferential surface 424 of the first terminal
supporting portion 42 to a base portion of the first spacer 43.
Further, each first guiding portion 47 is recessed toward the
arrangement surface 44, and has a shape in which a portion
that protrudes toward a distal end of the first spacer 43 than the
contact surface 46 is not provided. Further, each first guiding
portion 47 is provided a recess so that its depth becomes
deeper from the pair of contact surface 46 on both sides
toward the supporting groove 45 formed between the pair of
contact surfaces 46. Further, the two first guiding portions 47
are connected to each other at a substantially central portion
of'the end in the vicinity of the contact surfaces 46 of the first
terminal supporting portion 42, and is formed so that their
depths become gradually deeper as they extend away from
their boundary, from the boundary to a vicinity of bottom
portions 45a of the supporting grooves 45. Further, one first
guiding portion 47 of the two first guiding portions 47 is
intervened between the pair of contact surfaces 46 and the
base portion of the first spacer 43, and the contact surfaces 46
and the first spacer 43 do not have any portion being directly
adjacent. That is, the base portion of the first spacer 43 is
surrounded by the two first guiding portions 47.

As shown in FIG. 5 and FIG. 7, by forming the first guiding
portions 47 on the first terminal supporting portion 42, when
the first spacer 43 is inserted into the bore 225 and the pair of
contact surfaces 46 is in contact with the end surface of the
first end 224 of the hollow insulator 22, a gap S1 that opens
toward the outer circumferential surface 42a of the first ter-
minal supporting portion 42 and communicates with the bore
22b is formed between the first terminal supporting portion
42 and the first end 22d. Further, at the first end 22d of the
hollow insulator 22 into which the first spacer 43 is inserted,
the bore 224 is not completely closed by the first spacer 43. At
the first end 224 of the hollow insulator 22 into which the first
spacer 43 is inserted, the first spacer 43 is not arranged in a
portion on the outer circumferential side in each of separated
recess portion 22¢ configuring the bore 2254, and thus the
portion is not closed by the first spacer 43. Thus, at the end
surface in the longitudinal direction of the first end 22d of the
hollow insulator 22, the bore 225 includes an opening where
the first spacer 43 is not arranged (opening that is not closed
by the first spacer 43). The opening opens toward the first
guiding portions 47, and communicates the gap S1 with the
inside of the bore 225.

As shown in FIG. 8 and FIG. 9, at the first terminal sup-
porting portion 42, the end in the vicinity of the arrangement
surface 44 in the first terminal supporting portion 42 supports
two first terminals 48 configuring the first support member
41. Each of the first terminals 48 is conductive and has the
shape of a substantially rectangular plate. The pair of first
terminals 48 is embedded at two positions at the end in the
vicinity of the arrangement surface 44 of the first terminal
supporting portion 42 at a 180 degrees interval in the same
manner as the pair of supporting grooves 45. More specifi-
cally, the two first terminals 48 are each embedded in the first
terminal supporting portion 42 so that they have separated
end surfaces that are flush to the arrangement surface 44 in a
thickness direction. Further, each of the first terminals 48 has
a connecting groove 48a at a portion that overlaps with the
supporting groove 45 in a same shape as the supporting
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groove 45 when the first terminal supporting portion 42 is
viewed from the arrangement surface 44.

Further, onthe arrangement surface 44, a chip-type resistor
49 is arranged to extending over the pair of first terminals 48.
Moreover, the center electrodes 25 of the two electrode wires
23 and 24 are each drawn out from the first end 224 of the
hollow insulator 22. The portions of the electrode wires 23
and 24 drawn out from the first end 224 of the hollow insulator
22 function as drawn-out portions. The two center electrodes
25 are respectively inserted into the two supporting grooves
45 and supported by the supporting grooves 45. Distal ends of
the two center electrodes 25 are respectively inserted into the
connecting grooves 48a. Further, by soldering the first termi-
nals 48, each of the first terminals 48, the center electrodes 25
inserted into the connecting grooves 48a of the first terminals
48, and the resistor 49 that is adjacent to the center electrodes
25 are connected by solder and electrically connected. That is,
as shown in FIG. 2, longitudinal ends of the two electrode
wires 23 and 24 (ends on the left side in FIG. 2) are electri-
cally connected via the resistor 49. In the present embodi-
ment, the first support member 41 supports the electrode
wires 23 and 24 by the center electrodes 25 of the electrode
wires 23 and 24 that are drawn out from the first end 224 of the
hollow insulator 22 being respectively connected to the two
first terminals 48 supported by the first terminal supporting
portion 42.

As shown in FIG. 4, FIG. 5 and FIG. 9, a first blocking
member 61 that blocks entrance of a first terminal molding
resin material 52 configuring a first terminal molded member
51, described later, into the hollow insulator 22 is provided at
the first end 224 of the hollow insulator 22. An ultraviolet
curing resin material is used as a first blocking resin material
62 configuring the first blocking member 61. The first block-
ing member 61 covers the outer circumferential surface 42a
of the first terminal supporting portion 42, portions of the
respective first terminals 48 exposed from the first terminal
supporting portion 42, a surface of the resistor 49, the sol-
dered connecting portions of the first terminals 48, the center
electrodes 25 and the resistor 49. Moreover, the first blocking
member 61 fills the gap S1 formed between the first terminal
supporting portion 42 and the first end 224, enters the bore
225 from the opening of the bore 225 at the first end 22d of the
hollow insulator 22, and fills between an outer circumferen-
tial surface of the first spacer 43 and an inner circumferential
surface of the bore 225. That is, the first blocking member 61
closes the opening of the first end 22d of the hollow insulator
22 in the bore 22b. In the first blocking member 61, the
portion that covers the outer circumferential surface 42a of
the first terminal supporting portion 42, the portions of the
respective first terminals 48 exposed from the first terminal
supporting portion 42, the surface of the resistor 49, and the
soldered connecting portions of the first terminals 48, the
center electrodes 25 and the resistor 49 are film-shaped.

As shown in FIG. 4 and FIG. 6, a first terminal molding
resin material 52 configuring a first terminal molded member
51 is an insulative resin material. The first terminal molded
member 51 includes a first terminal covering portion 53 in
which the first support member 41 is embedded, and a first
bracket engagement portion 54 for fixing the sensor portion
21 to the bracket 12.

The first terminal covering portion 53 is formed integrally
to the first end 224 of the hollow insulator 22. The first
terminal covering portion 53 in which the first terminal sup-
porting portion 42 of the first support member 41 is embedded
covers the outer circumferential surface of the first end 22d of
the hollow insulator 22. Further, the first terminal covering
portion 53 seals the first terminal supporting portion 42, the
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pair of first terminals 48, the soldered connecting portions of
the resistor 49 and the first terminals 48, and the center elec-
trodes 25 and the resistor 49 in a liquid-tight and air-tight
manner. Further, an outer shape of the first terminal covering
portion 53 is a shape that enlarges an outer shape of the hollow
insulator 22 in size, and a shape in a cross-section vertically
intersecting with a longitudinal direction of the sensor portion
21 of the first terminal covering portion 53 is substantially
D-shaped.

The first bracket engagement portion 54 is formed inte-
grally with a flat surface portion 534 of an outer circumfer-
ential surface of the first terminal covering portion 53. The
first bracket engagement portion 54 protrudes from a central
portion in a width direction of the flat surface portion 53a with
a narrower width than a width of the flat surface portion 53a
to form a right angle with the flat surface portion 53a. A distal
end where the first bracket engagement portion 54 protrudes
(lower end in FIG. 4) is formed at a width substantially equal
to the flat surface portion 53a. Accordingly, the first bracket
engagement portion 54 has a cross-section vertically inter-
secting the longitudinal direction of the sensor portion 21 that
is substantially T-shaped.

As shown in FIG. 10A and FIG. 10B, a second terminal
portion 71 is provided at the other end in the longitudinal
direction of the hollow insulator 22 (end on the right side in
FIG. 2). The second terminal portion 71 includes a second
support member 81 arranged adjacent to a second end 22e of
the hollow insulator 22, and a second terminal molded mem-
ber 91 in which the second support member 81 is embedded.

The second support member 81 includes a second terminal
supporting portion 82, and a second spacer 83 integrally
formed with the second terminal supporting portion 82.

The second terminal supporting portion 82 has a substan-
tially rectangular parallelepiped shape. The second terminal
supporting portion 82 is narrower than the hollow insulator 22
and wider than the bore 224. Further, the second spacer 83
protrudes in a longitudinal direction of the second terminal
supporting portion 82 from a center of an end surface that is
adjacent to the second end 22e¢ of the hollow insulator 22
among the two end surfaces in the longitudinal direction of
the second terminal supporting portion 82. The second spacer
83 has a cylindrical shape like the first spacer 43 (see FIG. 7).
More specifically, the second spacer 83 is narrower than the
second terminal supporting portion 82. Further, a diameter of
the second spacer 83 is substantially equal to a width D1 of'a
space between the electrode wires 23 and 24 that oppose to
each other at the inner side of the hollow insulator 22. More-
over, the second support member 81 is coupled to the hollow
insulator 22 with a portion of the second spacer 83 on a distal
end side being inserted into the bore 225 from a second end
22e of the hollow insulator 22. In the present embodiment, the
second spacer 83 has about two-thirds of its portion from its
distal end inserted into the bore 2254, and an end of the second
terminal supporting portion 82 in the longitudinal direction
closerto the hollow insulator 22 and the second end 22e of the
hollow insulator 22 are separated in the longitudinal direction
of'the hollow insulator 22. Accordingly, at a basal end of the
second spacer 83 (that is, in a periphery of a portion of the
second spacer 83 that is not inserted into the hollow insulator
22), a gap S2 is formed between the end of the second termi-
nal supporting portion 82 in the longitudinal direction closer
to the hollow insulator 22 and the second end 22e¢ of the
hollow insulator 22. Further, in the second end 22e of the
hollow insulator 22 to which the second spacer 83 is inserted,
the bore 225 (see FIG. 3) is not completely closed by the
second spacer 83. At the second end 22e¢ of the hollow insu-
lator 22 to which the second spacer 83 is inserted, a portion on
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an outer circumferential side of each separated recess portion
22c that configures the bore 225 (see F1G. 3) does not have the
second spacer 83 arranged at the portion and thus is not closed
by the second spacer 83. Due to this, at an end surface in the
longitudinal direction closer to the second end 22e of the
hollow insulator 22, the bore 225 includes the opening where
the second spacer 83 is not arranged (the opening not closed
by the second spacer 83). The opening opens toward the gap
S2, and communicates the gap 82 and the inside of the bore
22b. Further, a second guiding portion 84 is configured by the
gap 82, and the second guiding portion 84 opens to an outer
circumferential side of the second spacer 83 and is connected
to the bore 225. Further, in the same manner as the first spacer
43 inserted, to the bore 22/ from the first end 224 shown in
FIG. 4, the second spacer 83 inserted to the bore 225 (in the
hollow insulator 22) from the second end 22e prevents contact
of the electrode wires 23 and 24 by being arranged between
the two electrode wires 23 and 24 at the second end 22e. As
shown in FIG. 10A, the second end 22e¢ includes the end
surface of the hollow insulator 22 in the longitudinal direction
in the vicinity of the second terminal portion 71, and the
portion of the hollow insulator 22 where the second spacer 83
is inserted.

As shown in FIG. 10A and FIG. 10B, the second terminal
supporting portion 82 includes a terminal arrangement por-
tion 85 having a rectangular parallelepiped shape (square
cylindrical shape) formed at its central portion in the longi-
tudinal direction, an electrode guiding portion 86 integrally
formed at one end of the terminal arrangement portion 85 in
the longitudinal direction (end in the vicinity of the second
spacer 83), and a lead line guiding portion 87 integrally
formed at the other end of the terminal arrangement portion
85 in the longitudinal direction.

Among the four flat surfaces configuring an outer circum-
ferential surface of the terminal arrangement portion 85, two
flat surfaces facing opposite directions from each other con-
figure a pair of arrangement surfaces 85a. Further, a second
terminal 88 is arranged on each of the two arrangement sur-
faces 85a. Each of the second terminals 88 configuring the
second support member 81 is conductive, and has a rectan-
gular plate shape. Further, each of the second terminals 88 is
arranged on the corresponding arrangement surface 85a so
that the arrangement surface 85a onto which the second ter-
minal 88 is arranged intersects vertically with a thickness
direction of each second terminal 88. Further, a length of each
of the second terminals 88 in the longitudinal direction is
formed substantially equal to a length of the arrangement
surface 854 in the longitudinal direction, and a width of each
ofthe second terminals 88 is formed somewhat narrower than
a width of the arrangement surface 85a. Further, at an end of
each of the arrangement surfaces 854 in the vicinity of the
electrode guiding portion 86, a pair of fixing protrusions 89 is
formed. The pair of fixing protrusions 89 on each of the
arrangement surfaces 85a are formed to protrude from both
ends in a width direction of the arrangement surface 854 at the
ends of the arrangement surface 854 in the vicinity of the
electrode guiding portion 86, and sandwich the second termi-
nal 88 between the fixing protrusions 89 and the arrangement
surface 85a.

Guiding surfaces 86a are formed at the two ends of the
electrode guiding portion 86 in the direction vertically inter-
secting the arrangement surfaces 85a. Each of the guiding
surfaces 86a is formed between the arrangement surface 85a
and the basal end of the second spacer 83. Further, the two
guiding surfaces 86a reduce the thickness of the electrode
guiding portion 86 (thickness of the electrode guiding portion
86 in the direction vertically intersecting the arrangement
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surfaces 85a) at a side closer side to the basal end of the
second spacer 83 along the longitudinal direction of the sec-
ond terminal supporting portion 82, that is, are inclined to
approach one another in the direction vertically intersecting
the arrangement surfaces 85a.

The center electrodes 25 of the two electrode wires 23 and
24 are each drawn out from the second end 22¢ of the hollow
insulator 22. The center electrode 25 of the one electrode wire
23 among the two electrode wires 23 and 24 (center electrode
25 above the plane of FIG. 10A) extends above the guiding
surface 86a formed on one end of the electrode guiding por-
tion 86 in the direction vertically intersecting the arrangement
surfaces 85a and is guided by the guiding surface 86a, so that
its distal end is arranged on the one second terminal 88.
Further, the center electrode 25 of the one electrode wire 23 is
electrically connected to the one second terminal 88 by weld-
ing. In the same manner, the center electrode 25 of the other
electrode wire 24 among the two electrode wires 23 and 24
(center electrode 25 below the plane of FIG. 10A) extends
above the guiding surface 86a formed on the other end of the
electrode guiding portion 86 in the direction vertically inter-
secting the arrangement surfaces 85a and is guided by the
guiding surface 86a, so that its distal end is arranged on the
other second terminal 88. Moreover, the center electrode 25
of the other electrode wire 24 is electrically connected to the
other second terminal 88 by welding. In the present embodi-
ment, the second support member 81 supports the electrode
wires 23 and 24 with the center electrodes 25 of the electrode
wires 23 and 24 drawn out from the second end 22¢ of the
hollow insulator 22 respectively connected to the two second
terminals 88 supported by the second terminal supporting
portion 82.

Thelead line guiding portion 87 includes a pair oflead wire
holding portions 87a at an end that is on the opposite side
from the arrangement surface 85a along the longitudinal
direction of the second terminal supporting portion 82 (that is,
the end of the second terminal supporting portion 82 on the
opposite side from the second spacer 83). The pair of lead
wire holding portions 87« protrudes in an opposite direction
from each other along the direction vertically intersecting the
arrangement surface 85a. Further, as shown in FIG. 10C, each
of the lead wire holding portions 87a has a holding recess
portion 875 provided from a distal end to a basal end of the
lead wire holding portion 87a. The holding recess portions
87b have an arcuate shape as viewed from the longitudinal
direction of the second terminal supporting portion 82, and
extend through the lead wire holding portions 87a in the
longitudinal direction of the second terminal supporting por-
tion 82.

As shown in FIG. 10A and FI1G. 10B, the lead line guiding
portion 87 includes two wire guiding portions 87¢ at the end
in the vicinity of the arrangement surface 95a along the lon-
gitudinal direction of the second terminal supporting portion
82. The pair of wire guiding portions 87¢ protrudes in an
opposite direction from each other along the direction verti-
cally intersecting the arrangement surface 85a. Further, wire
guiding portions 87¢ are separated in the longitudinal direc-
tion of the second terminal supporting portion 82 from the
lead wire holding portions 87a. Further, in each of the wire
guiding portions 87c¢, a guiding recess portion 874 is provided
from a distal end to a basal end of each wire guiding portion
87c¢. As shown in FIG. 10C, the guiding recess portions 874
have a rectangular shape as viewed from the longitudinal
direction of the second terminal supporting portion 82, and
extend through the wire guiding portions 87¢ in the longitu-
dinal direction of the second terminal supporting portion 82.
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As shown in FIG. 10A to FIG. 10C, the lead line guiding
portion 87 includes two lead wires 101 and 102. Each of the
lead wires 101 and 102 is a coated conductive wire formed by
coating a conductive metal wire 103 with an insulative insu-
lating film 104. A distal end of each of the lead wires 101 and
102 has the insulating film 104 removed to expose the metal
wire 103. Further, an outer diameter of the lead wires 101 and
102 is substantially equal to an inner diameter of the holding
recess portions 87b. Further, an outer diameter of the metal
wires 103 is substantially equal to a width of the guiding
recess portions 874 (width in a same direction as the width
direction of the arrangement surfaces 85a). Moreover, the two
lead wires 101 and 102 have distal ends ofthe insulating films
104 respectively press fitted into the holding recess portions
876 of the pair of lead wire holding portions 87a, and the
metal wires 103 exposed at the distal ends of the insulating
films 104 are inserted into the guiding recess portions 87d of
the wire guiding portions 87¢. Thus, the two lead wires 101
and 102 are held in a state of having their distal ends guided
to extend toward the second terminals 88 by the lead line
guiding portion 87. Further, the metal wires 103 exposed at
the distal ends of the respective lead wires 101 and 102 are
guided by the guiding recess portions 874 and are arranged on
the pair of second terminal 88, and are electrically connected
to the second terminals 88 by welding. Accordingly, as shown
in FIG. 2 and FIG. 10B, the two electrode wires 23 and 24
respectively electrically connect with the lead wires 101 and
102 via the second terminal 88 at the other end in the longi-
tudinal direction of the electrode wires 23 and 24 (ends on the
right side in FIG. 2). An end of one lead wire 101 among the
two lead wires 101 and 102 on an opposite side from the
second terminals 88 is electrically connected to the conduc-
tance detector 14, and an end of the other lead wire 102 on the
opposite side from the second terminals 88 is electrically
connected to a ground GND (that is, grounded to the vehicle
body 3).

As shown in FIG. 10A and FIG. 10B, a second blocking
member 111 that blocks entrance of a second terminal mold-
ing resin material 92 configuring a second terminal molded
member 91, described later, into the hollow insulator 22 is
provided on the second end 22e of the hollow insulator 22. In
the present embodiment, an ultraviolet curing resin material
similar to the first blocking resin material 62 is used as a
second blocking resin material 112 that configures the second
blocking member 111. The second blocking member 111
covers an outer circumference of the end in the longitudinal
direction in the vicinity of the second spacer 83 of the second
terminal supporting portion 82 supporting the second termi-
nals 88 so that the portions of the second terminals 88 where
the center electrodes 25 of the respective electrode wires 23
and 24 are covered. Further, the second blocking member 111
covers a surface of the basal end of the second spacer 83 to fill
in the second guiding portion 84 (space S2), and fill a space
between the outer circumferential surface of the second
spacer 83 and the inner circumferential surface of the bore
22bby entering the bore 225 from the opening of the bore 225
at the second end 22e of the hollow insulator 22. That is, the
second blocking member 111 closes the opening of the bore
22b at the second end 22e of the hollow insulator 22. In the
second blocking member 111, the portion covering the sec-
ond terminal supporting portion 82, the second terminals 88,
and the connecting portions of the second terminals 88 and
the center electrodes 25 has a film shape.

The second terminal molding resin material 92 that con-
figures the second terminal molded member 91 is an insula-
tive resin material similar to the first terminal molding resin
material 52. The second terminal molded member 91 includes
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a second terminal covering portion 93 in which the second
support member 81 is embedded, and a second bracket
engagement portion 94 for fixing the sensor portion 21 to the
bracket 12.

As shown in FIG. 10A to FIG. 10C, the second terminal
covering portion 93 is integrally formed on the end surface of
second end 22¢ of the hollow insulator 22. The second termi-
nal covering portion 93 embeds the second terminal support-
ing portion 82 of the second support member 81 and a portion
of the second spacer 83 that is arranged outside the hollow
insulator 22. Further, the second terminal covering portion 93
seals the second terminal supporting portion 82, the pair of
second terminals 88, the connecting portions of the second
terminals 88 and the center electrodes 25, and the connecting
portions of the second terminals 88 and the lead wires 101 and
102 in a liquid-tight and air-tight manner. Further, an outer
shape of the second terminal covering portion 93 is formed
similar to the outer shape of the hollow insulator 22, and a
shape of the second terminal covering portion 93 in the cross-
section vertically intersecting the longitudinal direction of the
sensor portion 21 is a substantially D shaped. Further, an end
surface of the second terminal covering portion 93 at the
second end 22e of the hollow insulator 22 is in close contact
with the second end 22¢ in a liquid-tight and air-tight manner.

The second bracket engagement portion 94 is integrally
formed with a flat surface portion 93a having a flat surface
shape in an outer circumferential surface of the second ter-
minal covering portion 93. The second bracket engagement
portion 94 protrudes from a central portion in a width direc-
tion of the flat surface portion 93a by forming a right angle
with respect to the flat surface portion 93¢ with a narrower
width than a width of the flat surface portion 93a. A distal end
of the portion the second bracket engagement portion 94
protrudes (lower end in FIG. 10C) has a width that is substan-
tially equal to the flat surface portion 93a. Accordingly, the
second bracket engagement portion 94 is substantially
T-shaped in the cross-section vertically intersecting the lon-
gitudinal, direction of the sensor portion 21. Further, the
second bracket engagement portion 94 embeds portions on a
distal end side of the two lead wires 101 and 102 that are
respectively connected to the two second terminals 88. The
two lead wires 101 and 102 extending from the lead line
guiding portion 87 in the second terminal supporting portion
82 to an opposite side of the second spacer 83 are bent in a
substantially U shape in the end of the second terminal sup-
porting portion 82 at the opposite side from the second end
22e of the hollow insulator 22, and then extend parallel to
each other along the longitudinal direction of the sensor por-
tion 21 in the second bracket engagement portion 94. Further,
the two lead wires 101 and 102 are drawn out of the second
bracket engagement portion 94 from an end of the second
bracket engagement portion 94 closer to the second end 22¢
of the hollow insulator 22.

As shown in FIG. 1, FIG. 6 and FIG. 10B, in the object
detection sensor 13 configured as above, a basal end of the
first bracket engagement portion 54 of the first terminal
molded member 51 is inserted into an engagement groove
(not shown) formed at one end in the longitudinal direction of
the bracket 12, and a basal end of the second bracket engage-
ment portion 94 of the second terminal molded member 91 is
inserted into an engagement groove (not shown) formed at the
other end in the longitudinal direction of the bracket 12.
Further, the object detection sensor 13 is fixed to the bracket
12 by the adhesion surface 22a of the hollow insulator 22
adhered to the bracket 12 by a double sided tape (not shown).
Further, the two lead wires 101 and 102 extending from the
second bracket engagement portion 94 are drawn into the
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door panel 5, and are respectively connected to the conduc-
tance detector 14 and the ground GND in the door panel 5.

AsshowninFIG. 1 and FIG. 2, the conductance detector 14
is arranged in the door panel 5. The conductance detector 14
supplies current to the electrode wire 23. Further, in a normal
state under which no external force such as a pressing force is
applied to the sensor portion 21, the current supplied to the
electrode wire 23 from the conductance detector 14 flows in
the electrode wire 24 via the resistor 49. When the external
force that squeezes the sensor portion 21 is applied, the hol-
low insulator 22 at the portion where the external force is
applied elastically deforms, and the electrode wires 23 and 24
are bent in accordance with the elastic deformation of the
hollow insulator 22. Thus, the electrode wire 23 and the
electrode wire 24 come into contact and are short-circuited
via the conductive covering layer 26. As a result, the current
supplied to the electrode wire 23 from the conductance detec-
tor 14 flows to the electrode wire 24 without flowing through
the resistor 49. Accordingly, for example, in a case in which
current is supplied to the electrode wire 23 at a certain con-
stant voltage, a current value changes. Therefore, the conduc-
tance detector 14 detects an object in contact with the sensor
portion 21 by detecting the change in the present current
value. Further, when a change in the current value is detected,
that is, when an object contacting the object detection sensor
13 is detected, the conductance detector 14 outputs a object
detection signal to a door ECU 121, which will be described
later. When the external force applied to the sensor portion 21
is removed, the hollow insulator 22 is restored, the electrode
wires 23 and 24 are also restored, and a nonconductive state is
assumed.

Further, the electric back door device 2 includes the door
ECU 121 that controls opening and closing operations of the
door panel 5 with the actuator 6 in the door panel 5. The door
ECU 121 includes a ROM (random only memory) and a
RAM (random access memory), functions as a microcom-
puter, and receives power from a battery (not shown) of the
vehicle 1. Further, the door ECU 121 supplies current to the
conductance detector 14 electrically connected to the door
ECU 121. The door ECU 121 controls the actuator 6 based on
various signals input from the operation switch 9, the position
detection device 8, the conductance detector 14 and the like.

Next, the operation of the electric back door device 2 will
be described.

When the open signal is input from the operation switch 9,
the door ECU 121 drives the actuator 6 to open the door panel
5. The door ECU 121 recognizes a rotation position of the
door panel 5 based on the position detection signal input from
the position detection device 8. In the present embodiment,
the door ECU 121 counts the number of pulses of the position
detection signal, and recognizes the rotation position of the
door panel 5 based on the counted value. Further, when the
door panel 5 is arranged at the fully open position, the door
ECU 121 stops the actuator 6.

When the close signal is input from the operation switch 9,
the door ECU 121 drives the actuator 6 to close the door panel
5. Further, when the door panel 5 is arranged at the fully
closed position, the door ECU 121 stops the actuator 6. If the
external force is applied to the sensor portion 21 by the object
in contact with the sensor portion 21 of the object detection
sensor 13 during the closing operation of the door panel 5, the
electrode wire 23 and the electrode wire 24 come into contact
and are short-circuited by the hollow insulator 22 elastically
deformed in the object detection sensor 13. As a result, since
the current value of the current supplied to the electrode wire
23 changes, the conductance detector 14 outputs the object
detection signal to the door ECU 121. When the object detec-
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tion signal is input, the door ECU 121 inverts the actuator 6 to
open the door panel 5 for a predetermined amount, and then
stops the actuator 6.

Next, a method for manufacturing the object detection
sensor 13 of the first embodiment will be described with
reference to FIG. 3 to FIG. 10C, together with the operation of
the object detection sensor 13.

Firstly, a support member coupling step of coupling the
first support member 41 and the second support member 81 to
the hollow insulator 22 is performed. In the support member
coupling step, the first support member 41 is coupled to the
first end 224 by inserting the first spacer 43 to the bore 22/
from the first end 22d of the hollow insulator 22. The first
spacer 43 is inserted into the bore 225 until the pair of contact
surfaces 46 of the first terminal supporting portion 42 contacts
the first end 22d of the hollow insulator 22. Further, the center
electrodes 25 of the two electrode wires 23 and 24 drawn out
from the first end 22d are respectively inserted into the sup-
porting grooves 45, and are respectively arranged in the con-
necting grooves 48a of the first terminals 48. Further, each of
the first terminals 48, the center electrodes 25 arranged in the
connecting grooves 48a of the respective first terminals 48,
and side surfaces of the resistor 49 adjacent to the center
electrode 25 are respectively electrically connected by sol-
dering.

Further, in the support member coupling step, the second
support member 81 is coupled to the second end 22e by
inserting the second spacer 83 into the bore 225 from the
second end 22¢ of the hollow insulator 22. The second spacer
83 has two-thirds of its portion from its distal end inserted into
the bore 2254. Further, while the center electrodes 25 of the
two electrode wires 23 and 24 drawn out from the second end
22e are respectively guided by the guiding surfaces 86a adja-
cent to the second terminals 88, the distal end of each of the
center electrodes 25 is arranged on the corresponding second
terminal 88, and then the center electrodes 25 are respectively
electrically connected to the second terminals 88 by welding.
Further, the distal ends of the two lead wires 101 and 102 are
press fitted into the holding recess portions 875 of the pair of
lead wire holding portions 87a, and the metal wires 103
exposed at the distal ends of the lead wires 101 and 102 by
removing the insulating film 104 are inserted into the guiding
recess portions 874 of the pair of wire guiding portions 87¢.
Moreover, the distal ends of the respective lead wires 101 and
102 guided toward the second terminals 88 by the guiding
recess portions 87d are respectively electrically connected to
the second terminals 88 by welding.

Next, a hardening step of forming the first blocking mem-
ber 61 and the second blocking member 111 is performed. In
the hardening step, the first blocking resin material 62, having
flowability before being hardened, is applied from the
arrangement surface 44 to the portion of the first support
member 41 outside the hollow insulator 22, and is adhered
thereto. A predetermined amount of the first blocking resin
material 62 is arranged on the arrangement surface 44, and
flows toward the first end 224 of the hollow insulator 22 from
the arrangement surface 44 side by flowing on the surface of
the first support member 41. Further, the first blocking resin
material 62 covers the outer circumferential surface 42a of
the first terminal supporting portion 42, the portion of each
first terminal 48 exposed from the first terminal supporting
portion 42, the surface of the resistor 49, and the soldered
connecting portions of the first terminals 48 and the center
electrodes 25 and the resistor 49. Further, since the first sup-
port member 41 has the first guiding portion 47 at the first
terminal supporting portion 42, the gap S1 that opens on the
outer circumferential surface 42a of the first terminal sup-
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porting portion 42 and communicates with the bore 225 is
formed between the first terminal supporting portion 42 and
the first end 224 in the state in which the first spacer 43 is
inserted into the bore 225 and the pair of contact surfaces 46
in contact with the end surface of the first end 224 of the
hollow insulator 22. Thus, the first blocking resin material 62
flowing toward the first end 224 of the hollow insulator 22
from the arrangement surface 44 by flowing over the surface
of the first support member 41 is likely to flow between the
end of'the first terminal supporting portion 42 in the vicinity
of the first spacer 43 and the first end 22d of the hollow
insulator 22 (that is in the gap S1) by being guided by the first
guiding portion 47. Further, at the end surface of the first end
22d of the hollow insulator 22 in the longitudinal direction,
the bore 225 has the opening where the first spacer 43 is not
arranged (opening that is not closed by the first spacer 43).
The opening opens toward the first guiding portion 47 and
thus allows the first blocking resin material 62 to enter
between the outer circumferential surface of the first spacer
43 inserted in the hollow insulator 22 and the inner circum-
ferential surface of the hollow insulator 22. Accordingly, the
first blocking resin material 62 fills the gap S1, enters the bore
225 from the opening of the bore 225 at the first end 22d of the
hollow insulator 22, and fills between the outer circumferen-
tial surface of the first spacer 43 and the inner circumferential
surface of the bore 225. That is, the first blocking resin mate-
rial 62 closes the opening of the bore 225 at the first end 224
of'the hollow insulator 22. Then, the first blocking member 61
is formed from the first blocking resin material 62 by irradi-
ating ultraviolet ray to the first blocking resin material 62 and
hardening the first blocking resin material 62.

Further, in the hardening step, the second blocking resin
material 112, having flowability before being hardened, is
applied to the portion of the second support member 81 out-
side the hollow insulator 22 which is the portion closer to the
second spacer 83 than a substantial central portion of the
second terminal supporting portion 82 in the longitudinal
direction, and adhered thereto. A predetermined amount of
the second blocking resin material 112 is arranged at the
substantially central portion of the second terminal support-
ing portion 82 in the longitudinal direction, and flows toward
the second end 22¢ of the hollow insulator 22 by flowing over
the surfaces of the second support member 81 and the second
terminals 88. Then, the second blocking resin material 112
covers the portions of the second terminals 88 where the
center electrodes 25 of the respective electrode wires 23 and
24 are connected, and covers the outer circumference of the
end of the second terminal supporting portion 82 supporting
the second terminals 88, in the vicinity of the second spacer
83 in the longitudinal direction. Further, the second guiding
portion 84 formed from the gap 52 communicated with the
bore 22/ is formed between the end of the second terminal
supporting portion 82 in the longitudinal direction closer to
the hollow insulator 22 and the second end 22¢ of the hollow
insulator 22 in the vicinity of the basal end of the second
spacer 83 (that is, in the periphery of the portion of the second
spacer 83 that is not inserted in the hollow insulator 22). Thus,
the second blocking resin material 112 flowing toward the
second end 22¢ of the hollow insulator 22 by flowing on the
surface of the second support member 81 is likely to flow
between the end of the second terminal supporting portion 82
in the vicinity of'the second spacer 83 and the second end 22¢
of the hollow insulator 22 (that is, in the second guiding
portion 84 (space S2)) by being guided by the second guiding
portion 84. Further, at the end surface of the second end 22e
of the hollow insulator 22 in the longitudinal direction, the
bore 225 includes the opening where the second spacer 83 is
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not arranged (opening that is not closed by the second spacer
83). Since this opening opens toward the gap S2, it allows the
second blocking resin material 112 to enter between the outer
circumferential surface of the second spacer 83 inserted in the
hollow insulator 22 and the inner circumferential surface of
the hollow insulator 22. Accordingly, the second blocking
resin material 112 covers the surface of the basal end of the
second spacer 83 to fill in the second guiding portion 84
(space 52), enters into the bore 225 from the opening of the
bore 225 at the second end 22e of the hollow insulator 22, and
fills between the outer circumferential surface of the second
spacer 83 and the inner circumferential surface of the bore
22b. That is, the second blocking resin material 112 closes the
opening of the bore 225 at the second end 22e of the hollow
insulator 22. Then, the second blocking member 111 is
formed from the second blocking resin material 112 by hard-
ening the second blocking resin material 112 by irradiating
the ultraviolet ray.

Next, a terminal forming step of forming the first terminal
molded member 51 and the second terminal molded member
91 is performed. In the terminal forming step, the first support
member 41 and the first end 22d of the hollow insulator 22 are
arranged in a mold (not shown) for forming the first terminal
molded member 51, and the mold is filled by injecting melted
first terminal molding resin material 52. That is, in the present
embodiment, the first terminal molded member 51 is formed
by injection molding. In this case, since the opening of the
bore 225 at the first end 224 of the hollow insulator 22 is
closed by the first blocking member 61, entrance is blocked of
the melted first terminal molding resin material 52 into the
bore 225 from the first end 22d, that is, into the hollow
insulator 22 by the first blocking member 61. Accordingly,
since the melted first terminal molding resin material 52 is
prevented from entering to the inside of the hollow insulator
22 from between the outer circumferential surface of the first
spacer 43 and the inner circumferential surface of the bore
22b, the melted first terminal molding resin material 52 is
prevented from entering deep into the bore 226 by passing
over the first spacer 43. Further, since the first blocking mem-
ber 61 covers the soldered connecting portions of the respec-
tive first terminals 48, the center electrodes 25, and the resis-
tor 49, the soldered connecting portions are protected by the
first blocking member 61 when the first terminal molding
resin material 52 is filled into the mold. Then, the first termi-
nal molded member 51 is formed by hardening the first ter-
minal molding resin material 52 in the mold. Accordingly, the
first terminal portion 31 is formed at one longitudinal end of
the sensor portion 21.

Further, in the terminal forming step, the second support
member 81 and the second end 22¢ of the hollow insulator 22
are arranged in a mold (not shown) for forming the second
terminal molded member 91, and the mold is filled by inject-
ing melted second terminal molding resin material 92. That s,
in the present embodiment, the second terminal molded mem-
ber 91 is formed by injection molding. In this case, since the
opening of the bore 225 at the second end 22e of the hollow
insulator 22 is closed by the second blocking member 111,
entrance is blocked of the melted second terminal molding
resin material 92 into the bore 225 from the second end 22e,
that is, the inside of the hollow insulator 22 by the second
blocking member 111. Accordingly, since the melted second
terminal molding resin material 92 is prevented from entering
to the inside of the hollow insulator 22 from between the outer
circumferential surface of the second spacer 83 and the inner
circumferential surface of the bore 22/, the melted second
terminal molding resin material 92 is prevented from entering
deep into the bore 225 by passing over the second spacer 83.
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Further, since the second blocking member 111 covers the
connecting portions of the respective second terminals 88 and
the center electrodes 25, the connecting portions are protected
by the second blocking member 111 upon filling the second
terminal molding resin material 92 into the mold. Then, the
second terminal molded member 91 is formed by the second
terminal molding resin material 92 being hardened within the
mold. Accordingly, the second terminal portion 71 is formed
at the other end of the sensor portion 21 in the longitudinal
direction. Further, when the terminal forming step is com-
pleted, the object detection sensor 13 is completed.

As described above, the first embodiment has the following
advantages.

(1) Entrance of the first terminal molding resin material 52
configuring the first terminal molded member 51 into the
hollow insulator 22 (that is, in the bore 22/) is blocked by the
first blocking member 51 when forming the first terminal
molded member 51. In the same manner, entrance of the
second terminal molding resin material 92 configuring the
second terminal molded member 91 into the hollow insulator
22 (that is, in the bore 224) is blocked by the second blocking
member 111 when forming the second terminal molded
member 91. Accordingly, since the first and second terminal
molding resin materials 52 and 92 are prevented from enter-
ing to the inside of the hollow insulator 22, occurrences of
defective products caused by the first and second terminal
molding resin materials 52 and 92 when manufacturing the
object detection sensor 13 may be reduced.

(2) Since the first blocking member 61 is formed from the
first blocking resin material 62 that is a resin material, and the
second blocking member 111 is formed from the second
blocking resin material 112 that is a resin material, the first
blocking member 51 and the second blocking member 111
can easily be formed into desired shapes. Accordingly, the
first blocking member 61 can easily be provided in the middle
of'a path along which the first terminal molding resin material
52 enters inside the hollow insulator 22, and the second block-
ing member 111 can easily be provided in the middle of a path
along which the second terminal molding resin material 92
enters into the hollow insulator 22. Therefore, the entrances
of the first and second terminal molding resin materials 52
and 92 into the hollow insulator 22 can effectively be blocked
by the first and second blocking members 61, 111.

(3) Since the electrode wires 23 and 24 drawn out of the
hollow insulator 22 from the first end 224 are supported by the
first support member 41 so that the contact between the elec-
trode wires 23 and 24 is prevented, the electrical short-cir-
cuiting of the electrode wires 23 and 24 drawn out of the
hollow insulator 22 from the first end 224 is prevented. Fur-
ther, since the electrode wires 23 and 24 drawn out of the
hollow insulator 22 from the second end 22¢ are supported by
the second support member 81 so that the contact between the
electrode wires 23 and 24 is prevented, the electrical short-
circuiting of the electrode wires 23 and 24 drawn out of the
hollow insulator 22 from the second end 22e is prevented.

(4) The first spacer 43 is inserted into the hollow insulator
22 from the first end 22d. Thus, the first end 224 of the hollow
insulator 22 may be prevented from being deformed by the
pressure that acts on the first end 224 of the hollow insulator
22 when forming the first terminal molded member 51 from
the first terminal molding resin material 52, and the force that
acts on the first end 224 of the hollow insulator 22 by con-
traction when the first terminal molding resin material 52 is
hardened. Accordingly, the electrical short-circuiting of the
electrode wires 23 and 24 can further be suppressed at the first
end 22d of the hollow insulator 22. Further, the second spacer
83 is inserted into the hollow insulator 22 from the second end
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22e. Thus, the second end 22e of the hollow insulator 22 may
be prevented from being deformed by the pressure that acts on
the second end 22¢ of the hollow insulator 22 when forming
the second terminal molded member 91 from the second
terminal molding resin material 92 or the force that acts on the
end of the hollow insulator 22 in the longitudinal direction by
contraction when the second terminal molding resin material
92 is hardened. Accordingly, electrical short-circuiting of the
electrode wires 23 and 24 may be further reduced at the
second end 22e of the hollow insulator 22.

(5) When forming the first blocking member 61, the first
blocking resin material 62 in the flowable state is guided
between the first terminal supporting portion 42 of the first
support member 41 and the first end 224 of the hollow insu-
lator 22 opposing in the longitudinal direction of the hollow
insulator 22 by the first guiding portion 47. The space
between the first terminal supporting portion 42 of the first
support member 41 and the first end 22d, of the hollow insu-
lator 22 opposing in the longitudinal direction of the hollow
insulator 22 becomes a path through which the first terminal
molding resin material 52 passes when forming the first ter-
minal molded member 51 as the first terminal molding resin
material 52 enters the hollow insulator 22. Accordingly, by
guiding the first blocking resin material 62 between the first
terminal supporting portion 42 of the first support member 41
and the first end 22d of the hollow insulator 22 opposing in the
longitudinal direction of the hollow insulator 22 by the first
guiding portion 47, the first blocking member 61 can be
formed between the first terminal supporting portion 42 ofthe
first support member 41 and the first end 224 of the hollow
insulator 22 opposing in the longitudinal direction of the
hollow insulator 22. Similarly, when forming the second
blocking member 111, the second blocking resin material 112
in the flowable state is guided between the second terminal
supporting portion 82 of the second support member 81 and
the second end 22e of the hollow insulator 22 opposing in the
longitudinal direction of the hollow insulator 22 by the sec-
ond guiding portion 84. The space between the second termi-
nal supporting portion 82 of the second support member 81
and the second end 22¢ of the hollow insulator 22 opposing in
the longitudinal direction of the hollow insulator 22 becomes
apath through which the second terminal molding resin mate-
rial 92 passes when forming the second terminal molded
member 91 as the second terminal molding resin material 92
enters the hollow insulator 22. Accordingly, by guiding the
second blocking resin material 112 between the second ter-
minal supporting portion 82 ofthe second support member 81
and the second end 22¢ of the hollow insulator 22 opposing in
the longitudinal direction of the hollow insulator 22 by the
second guiding portion 84, the second blocking member 111
can be formed between the second terminal supporting por-
tion 82 of the second support member 81 and the second end
22e of the hollow insulator 22 opposing in the longitudinal
direction of the hollow insulator 22. As a result, the first and
second terminal molding resin materials 52 and 92 are effec-
tively prevented from entering the hollow insulator 22.

(6) The opening that allows the first blocking resin material
62 to enter between the outer circumferential surface of the
first spacer 43 inserted to the hollow insulator 22 from the first
end 224 and the inner circumferential surface of the hollow
insulator 22 is provided at the first end 22d of the hollow
insulator 22. Thus, the first blocking resin material 62 can
enter between the outer circumferential surface of the first
spacer 43 inserted in the first end 224 of the hollow insulator
22 and the inner circumferential surface of the hollow insu-
lator 22 from the opening provided at the first end 224 of the
hollow insulator 22. Accordingly, at the first end 224 of the
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hollow insulator 22, the space between the outer circumfer-
ential surface of the first spacer 43 and the inner circumfer-
ential surface of the hollow insulator 22 is more easily closed
by the first blocking member 61 formed from the first block-
ing resin material 62. As a result, when forming the first
terminal molded member 51, the first terminal molding resin
material 52 may be more effectively prevented from entering
the inside of the hollow insulator 22 from the first end 22d.
Further, the opening that allows the second blocking resin
material 112 to enter between the outer circumferential sur-
face of the second spacer 83 inserted to the hollow insulator
22 from the second end 22e and the inner circumferential
surface of the hollow insulator 22 is provided at the second
end 22¢ of the hollow insulator 22. Thus, the second blocking
resin material 112 can enter between the outer circumferen-
tial surface of the second spacer 83 inserted to the second end
22¢ of the hollow insulator 22 and the inner circumferential
surface of the hollow insulator 22 from the opening provided
atthe second end 22¢ of the hollow insulator 22. Accordingly,
at the second end 22¢ of the hollow insulator 22, the space
between the outer circumferential surface of the second
spacer 83 and the inner circumferential surface of the hollow
insulator 22 becomes more easily closed by the second block-
ing member 111 formed from the second blocking resin mate-
rial 112. As a result, in forming the second terminal molded
member 91, the second terminal molding resin material 92
can be more effectively prevented from entering the inside of
the hollow insulator 22 from the second end 22e.

(7) The first blocking member 61 and the second blocking
member 111 are formed from ultraviolet curing resin. Since
the ultraviolet curing resin exhibits flowability under low
pressure or no pressure, its handling is easy. Accordingly, the
step of forming the first blocking member 61 and the second
blocking member ill (that is, the hardening step) can be sim-
plified. Further, since the ultraviolet curing resin exhibits
flowability under low pressure or no pressure, the ultraviolet
curing resin that is to be the first blocking member 61 and the
second blocking member 111 entering deep into the hollow
insulator 22 can easily be prevented.

(8) In the hardening step, the first end 22d of the hollow
insulator 22 is closed by the first blocking resin material 62,
and the first blocking resin material 62 is hardened. Similarly,
in the hardening step, the second end 22e¢ of the hollow
insulator 22 is closed by the second blocking resin material
112, and the second blocking resin material 112 is hardened.
Further, since the terminal forming step is performed after the
hardening step, even when the first terminal molding resin
material 52 and the second terminal molding resin material 92
are injected under high pressure in the terminal forming step,
the first terminal molding resin material 52 and the second
terminal molding resin material 92 are respectively blocked
from entering the hollow insulator 22 by the hardened first
blocking resin material 62 (that is, the first blocking member
61) and second blocking resin material 112 (that is, the sec-
ond blocking member 111). Accordingly, since entrance of
the first and second terminal molding resin materials 52 and
92 into the hollow insulator 22 is prevented, defected prod-
ucts caused by the first and second terminal molding resin
materials 52 and 92 during manufacturing of the object detec-
tion sensor 13 are reduced.

(9) The support member coupling step is performed before
the hardening step, and therefore, the contact of the two
electrode wires 23 and 24 is prevented by the first spacer 43 at
the firstend 224 of the hollow insulator 22, and the portions of
the electrode wires 23 and 24 drawn out from the first end 224
of the hollow insulator 22 are supported by the first support
member 41 provided with the first spacer 43. In the same
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manner, the contact of the two electrode wires 23 and 24 is
prevented by the second spacer 83 at the second end 22¢ of the
hollow insulator 22, and the portions of the electrode wires 23
and 24 drawn out from the second end 22e of the hollow
insulator 22 are supported by the second support member 81
provided with the second spacer 83. Accordingly, the electri-
cal short-circuiting of the electrode wires 23 and 24 is pre-
vented at both ends of the hollow insulator 22 in the longitu-
dinal direction, and the hardening step and the terminal
forming step can be performed.

(10) In the hardening step, the first end 224 of the hollow
insulator 22 is closed by the hardened first blocking resin
material 62 (thatis, the first blocking member 61) by adhering
and hardening the first blocking resin material 62 having
flowability onto the first end 224 of the hollow insulator 22 in
a state in which the first spacer 43 is inserted and the first
support member 41 is coupled to the first end 224 of the
hollow insulator 22. In the same manner, in the hardening
step, the second end 22e of the hollow insulator 22 is closed
by the hardened second blocking resin material 112 (that is,
second blocking member 111) by adhering and hardening the
second blocking resin material 112 having flowability to the
second end 22¢ of the hollow insulator 22 when the second
spacer 83 is inserted and the second support member 81 is
coupled to the second end 22e of the hollow insulator 22.
Further, since the terminal forming step is performed after the
hardening step, even when the melted first terminal molding
resin material 52 is injected at high pressure in the terminal
forming step, entrance of the first terminal molding resin
material 52 into the hollow insulator 22 is blocked by the
hardened first blocking resin material 62 (that is, the first
blocking member 61). In the same manner, in the terminal
forming step, even when the melted second terminal molding
resin material 92 is injected at high pressure, entrance of the
second terminal molding resin material 92 into the hollow
insulator 22 is blocked by the hardened second blocking resin
material 112 (that is, second blocking member 111). Accord-
ingly, since the first terminal molding resin material 52 and
the second terminal molding resin material 92 are prevented
from entering the hollow insulator 22, defected products
caused by the first terminal molding resin material 52 and the
second terminal molding resin material 92 when manufactur-
ing the object detection sensor 13 are reduced.

(11) The first blocking member 61 covers the soldered
connecting portions of the first terminals 48, the center elec-
trodes 25, and the resistor 49. Thus, the soldered connecting
portions are protected by the first blocking member 61 when
filling the first terminal molding resin material 52 to the mold.
In the same manner, the second blocking member 111 covers
the connecting portions of the respective second terminals 88
and the center electrodes 25. Thus, the connecting portions
are protected by the second blocking member 111 when fill-
ing the second terminal molding resin material 92 in the mold.
Accordingly, in the terminal forming step, when injecting the
first terminal molding resin material 52 and the second ter-
minal molding resin material 92, load applied to the electric
connecting portions of the electrode wires 23 and 24 and the
center electrodes 25, the first terminals 48, and the second
terminals 88 is reduced.

(12) When coupling the first support member 41 to the first
end 22d of the hollow insulator 22, by causing the pair of
contact surfaces 46 to contact the end surface of the first end
22d of the hollow insulator 22, the positioning of the hollow
insulator 22 to the first support member 41 in the longitudinal
direction can easily be performed. Accordingly, the coupling
of'the first support member 41 to the hollow insulator 22 can
be easily performed.
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(13) In the hardening step, the first blocking resin material
62 is adhered to the first end 224 of the hollow insulator 22 by
applying the first blocking resin material 62, having flowabil-
ity before being hardened, to the portion of the first support
member 41 outside the hollow insulator 22 from the arrange-
ment surface 44. This closes the opening of the bore 225 at the
first end 22d of the hollow insulator 22. In the same manner,
in the hardening step, the second blocking resin material 112
is adhered to the second end 22¢ of the hollow insulator 22 by
applying the second blocking resin material 112, having
flowability before being hardened, to the portion of the sec-
ond support member 81 on the outside of the hollow insulator
22, which is the portion closer to the second spacer 83 than the
substantial central portion of the second terminal supporting
portion 82 in the longitudinal direction, and the opening of the
bore 225 at the second end 22e of the hollow insulator 22 is
closed. Further, since a mold does not need to be used when
forming the first blocking member 61 and the second block-
ing member 111, equipment cost for manufacturing the object
detection sensor 13 can be reduced.

(14) The first support member 41 supports the center elec-
trodes 25 with the supporting grooves 45. Thus, when apply-
ing the first blocking resin material 62 to the outer circumfer-
ential surface of the first support member 41 in the hardening
step, shifting of the position of the center electrodes 25 with
respect to the first support member 41 and shifting of the
position of the center electrodes 25 with respect to the first
terminals 48 and the resistor 49 may be prevented. Accord-
ingly, when forming the first blocking member 61, load can be
prevented from being applied to the electrical connecting
portions of the center electrodes 25, the first terminals 48, and
the resistor 49.

(15) The first guiding portions 47 have a simple shape and
are just recessed. Accordingly, the shape of the first support
members 41 is prevented from becoming complicated. Fur-
ther, the second guiding portion 84 has a simple shape con-
figured by separating the second terminal supporting portion
82 and the second end 22e of the hollow insulator 22 in the
longitudinal direction of the hollow insulator 22. Accord-
ingly, the shapes of the second support member 81 and the
second end 22e are prevented from becoming complicated.

Second Embodiment

A second embodiment of the present invention will now be
described with reference to the drawings. In the second
embodiment, same reference characters are given to those
components that are the same as the corresponding compo-
nents of the first embodiment. Such components will not be
described

As shown in FIG. 11A and FIG. 11B, an object detection
sensor 141 of the second embodiment is provided in an object
detection device 11 in lieu of the object detection sensor 13 of
the first embodiment. Compared to the object detection sen-
sor 13 of the first embodiment, the object detection sensor 141
of'the second embodiment includes a second terminal portion
142 instead of the second terminal portion 71.

The second terminal portion 142 includes a second support
member 151 arranged adjacent to a second end 22e¢ of a
hollow insulator 22, and a second terminal molded member
161 that embeds the second support member 151.

The second support member 151 includes a second termi-
nal supporting portion 152 that supports a pair of second
terminals 88, and a second spacer 83 formed integrally with
the second terminal supporting portion 152.

The second terminal supporting portion 152 includes an
electrode guiding portion 153 and a lead line guiding portion
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154 separated from each other in a longitudinal direction of
the hollow insulator 22. The electrode guiding portion 153
has a substantially rectangular parallelepiped shape that is
elongated in a diameter direction of the hollow insulator 22.
Further, the second spacer 83 protrudes toward the second
end 22e of the hollow insulator 22 (that is, to an opposite side
from the lead line guiding portion 154) from a central portion
of'the electrode guiding portion 153 in the longitudinal direc-
tion (that is, in one direction along the diameter direction of
the hollow insulator 22).

A pair of contact surfaces 153a is formed on the electrode
guiding portion 153 at a portion opposing the second end 22¢
of the hollow insulator 22 in the longitudinal direction of the
hollow insulator 22 at both sides in a diameter direction of the
second spacer 83 (both sides ofthe second spacer 83 along the
longitudinal direction of the electrode guiding portion 153).
The contact surfaces 153a are formed to vertically intersect a
center line [.2 direction of the second spacer 83. Moreover,
the second support member 151 is coupled to the hollow
insulator 22 when the second spacer 83 is inserted to the bore
225 from the second end 22e of the hollow insulator 22 and
the pair of contact surfaces 153a in contact with an end
surface of the second end 22¢ of the hollow insulator 22. The
pair of contact surfaces 153a contacts the end surface of the
second end 22e of the hollow insulator 22 on an outer circum-
ferential side of the bore 225.

Further, second guiding portions 1535 are formed in the
electrode guiding portion 153 respectively between each of
the contact surfaces 1534 and a basal end of the second spacer
83. Each of the second guiding portions 1534 is a substan-
tially rectangular recessed portion that opens toward the sec-
ond end 22e¢ of the hollow insulator 22, which vertically
intersects with the longitudinal direction of the electrode
guiding portion 153 and penetrates the electrode guiding
portion 153 in a direction vertically intersecting the center
line [.2 of the second spacer 83 (vertical direction with respect
to a sheet surface in FIG. 11A). By forming the second guid-
ing portions 1535 in the electrode guiding portion 153, when
the second spacer 83 is inserted to the bore 225 and the pair of
contact surfaces 153a is in contact with the end surface of the
second end 22¢ of the hollow insulator 22, a gap S3 is formed
between the electrode guiding portion 153 and the second end
22e. The gap S3 opens toward the outer circumferential sur-
face of the electrode guiding portion 153, and communicates
with the bore 225 (inside of the hollow insulator 22). Further,
in the second end 22¢ of the hollow insulator 22 to which the
second spacer 83 is inserted, the bore 225 (see FIG. 3) is not
completely closed by the second spacer 83. At the second end
22e of the hollow insulator 22 to which the second spacer 83
is inserted, a portion on an outer circumferential side of each
separated recess portion 22¢ that configures the bore 226 (see
FIG. 3) does not have the second spacer 83 arranged at the
portion and is thus not closed by the second spacer 83. Thus,
at the end surface of the second end 22e of the hollow insu-
lator 22 in the longitudinal direction, the bore 224 includes
openings where the second spacer 83 is not arranged (open-
ings not closed by the second spacer 83). The openings open
toward the gap S3, and communicate the gap S3 and the inside
of the bore 225.

Further, guiding projection portions 153¢ are formed in the
electrode guiding portion 153 at a total of three positions,
namely, a central portion of the electrode guiding portion 153
in the longitudinal direction, and both ends of the electrode
guiding portion 153 in the longitudinal direction. The three
guiding projection portions 153¢ protrude to one side in a
direction vertically intersecting the longitudinal direction of
the electrode guiding portion 153 and vertically intersecting
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the center line 1.2 of the second spacer 83 (front side with
respect to the sheet surface of FIG. 11B). Further, among the
three guiding projection portions 153¢, the central guiding
projection portion 153¢ is formed between the two second
guiding portions 1534.

Further, the electrode guiding portion 153 holds longitudi-
nal ends of the two second terminals 88, which are rectangu-
lar plate-shaped. The two second terminals 88 configuring the
second support member 151 are separated from one another
to have their width direction conform to the longitudinal
direction of the electrode guiding portion 153, and the elec-
trode guiding portion 153 holds the longitudinal ends of the
two second terminals 88 to partially embed the ends. The
electrode guiding portion 153 holds the longitudinal end of
one of the second terminals 88 between the guiding projec-
tion portion 153¢ in the center one of the three guiding pro-
jection portions 153¢ and the guiding projection portion 153¢
positioned at one end of the electrode guiding portion 153 in
the longitudinal direction, and holds the longitudinal ends of
the other second terminals 88 between the central guiding
projection portion 153e¢ and the guiding projection portion
153¢ positioned at the other end of the electrode guiding
portion 153 in the longitudinal direction.

Center electrodes 25 of two electrode wires 23 and 24
drawn out from the second end 22e of the hollow insulator 22
are respectively guided by the two guiding projection por-
tions 153¢ positioned on both sides of the central guiding
projection portion 153¢ so that distal ends of the center elec-
trodes 25 are respectively arranged on the pair of second
terminals 88. The center electrodes 25 of the electrode wires
23 and 24 are respectively electrically connected to the pair of
second terminals 88 by welding. In the present embodiment,
the second support member 151 supports the electrode wires
23 and 24 drawn out of the second end 22e¢ by the center
electrodes 25 of the electrode wires 23 and 24 drawn out of the
second end 22e of the hollow insulator 22 respectively con-
nected to the two second terminals 88 supported by the sec-
ond terminal supporting portion 152.

The lead line guiding portion 154 supports the pair of
second terminals 88 together with the electrode guiding por-
tion 153. The lead line guiding portion 154 has a substantially
rectangular parallelepiped shape that extends parallel to the
longitudinal direction of the electrode guiding portion 153.
Further, the lead line guiding portion 154 holds the pair of
second terminals 88 by embedding the other ends in the
longitudinal direction. The pair of second terminals 88 sup-
ported by the electrode guiding portion 153 and the lead line
guiding portion 154 extend parallel along the longitudinal
direction of a sensor portion 21 in a state separated from each
other.

The lead line guiding portion 154 includes a lead wire
holding portion 154a protruding to a direction parallel to a
thickness direction of the second terminals 88 at an end oppo-
site from the electrode guiding portion 153. The lead wire
holding portion 1544 protrudes in the same direction toward
which the guiding projection portions 153¢ project in the
electrode guiding portion 153. The lead wire holding portion
154a has a pair of holding recess portions 1545 formed
thereon. The two holding recess portions 1545 are formed on
the lead wire holding portion 154¢ at the same interval as the
pair of second terminals 88. Each of the holding recess por-
tions 1545 is provided toward a basal end from a distal end of
the lead wire holding portion 1544, and penetrates the lead
wire holding portion 154« in the longitudinal direction of the
second terminals 88 (same as the longitudinal direction of the
sensor portion 21). A width of each of the holding recess
portions 154/ (width in the same direction as the width direc-
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tion of the second terminals 88) is substantially equal to an
outer diameter of each of lead wires 101 and 102.

Further, the lead line guiding portion 154 includes two
pairs of wire guiding portions 154¢ protruding in the direction
parallel to the thickness direction of the second terminals 88
atan end closer to the electrode guiding portion 153. The wire
guiding portions 154¢ protrude in the same direction as the
lead wire holding portion 154a. The two pairs of wire guiding
portions 154¢ are formed on the lead wire holding portion
154a in a state separated in the width direction of the second
terminals 88 at the same interval as the pair of second termi-
nals 88. Each of the wire guiding portions 154¢ has a square
plate shape and is arranged along the thickness direction of
the second terminals 88. Further, the two wire guiding por-
tions 154¢ are separated in the width direction of the second
terminals 88, and an interval therebetween is substantially
equal to the outer diameter of the metal wire 103.

Moreover, the lead line guiding portion 154 holds two lead
wires 101 and 102. The two lead wires 101 and 102 have distal
ends of insulating films 104 respectively press fitted to the
pair of holding recess portions 1545, and have metal wires
103 exposed at the distal ends respectively inserted between
the two wire guiding portions 154¢. Thus, the two lead wires
101 and 102 are held in the state in which the respective distal
ends are guided to extend toward the pair of second terminals
88 at the lead line guiding portion 154. Further, the metal
wires 103 exposed at the distal ends of the respective lead
wires 101 and 102 are arranged on the pair of second termi-
nals 88 by being guided by the wire guiding portions 154¢
configuring the pairs, and are respectively electrically con-
nected to the second terminals 88 by welding.

A second blocking member 171 that blocks entrance of a
second terminal molding resin material 162 configuring a
second terminal molded member 161, described later, into the
hollow insulator 22 is provided in the second end 22¢ of the
hollow insulator 22. In the second embodiment, as a second
blocking resin material 172 configuring the second blocking
member 171, an ultraviolet curing resin material similar to the
first blocking resin material 62 (see FIG. 9) of the first
embodiment is used. The second blocking member 171 cov-
ers ends of the respective second terminals 88 in the vicinity
of'the electrode guiding portion 153 including portions where
the center electrodes 25 of the respective electrode wires 23
and 24 are connected, and an outer circumferential surface of
the electrode guiding portion 153. Further, the second block-
ing member 171 fills the gap S3 formed between the electrode
guiding portion 153 and the second end 22e, enters the bore
22b from the opening of the bore 225 (see FIG. 3) at the
second end 22e of the hollow insulator 22, and fills between
the outer circumferential surface of the second spacer 83 and
an inner circumferential surface of the bore 2254. That is, the
second blocking member 171 closes the opening of the bore
225 at the second end 22e of the hollow insulator 22. In the
second blocking member 171, the portion covering the
respective second terminals 88 and the outer circumferential
surface of the electrode guiding portion 153 has a film shape.

The second terminal molding resin material 162 configur-
ing the second terminal molded member 161 is an insulative
resin material similar to the first terminal molding resin mate-
rial 52 (see FIG. 9) of the first embodiment. The second
terminal molded member 161 includes a second terminal
covering portion 163 that embeds the second support member
151, and a second bracket engagement portion 164 for fixing
the sensor portion 21 to the bracket 12.

The second terminal covering portion 163 is formed inte-
grally with the end surface of the second end 22¢ of the hollow
insulator 22. The second terminal covering portion 163
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embeds the electrode guiding portion 153 of the second sup-
port member 151, the lead wire holding portions 1544, and
the pair of second terminals 88. Further, the second terminal
covering portion 163 seals the second terminal supporting
portion 152, the pair of second terminals 88, the connecting
portions of the second terminal 88 and the center electrodes
25, and the connecting portions of the second terminals 88
and the lead wires 101 and 102 in a liquid-tight and air-tight
manner. Further, the second terminal covering portion 163
embeds the second end 22e of the hollow insulator 22 therein,
and seals the second end 22¢ of the hollow insulator 22 in a
liquid-tight and air-tight manner. An outer shape of the sec-
ond terminal covering portion 163 is a substantially rectan-
gular parallelepiped shape.

The second bracket engagement portion 164 is formed
integrally with a planar flat surface portion 163a on an oppo-
site side (back side) from the guiding projection portions
153¢ and the lead wire holding portions 154a among the outer
circumferential surface of the second terminal covering por-
tion 163. The second bracket engagement portion 164 pro-
trudes to form a right angle with respect to the flat surface
portion 163a from a central portion of the flat surface portion
1634 in a width direction at a width narrower than a width of
the flat surface portion 163a. A distal end of the protruded
portion (lower end in FIG. 11B) is formed with a wider width
than a portion on a basal end side. Accordingly, the second
bracket engagement portion 164 has a substantially T shape in
a cross-section vertically intersecting the longitudinal direc-
tion of the sensor portion 21. Further, the second bracket
engagement portion 164 embeds distal end side portions of
the two lead wires 101 and 102 respectively connected to the
two second terminals 88. The two lead wires 101 and 102
extending out from the lead line guiding portion 87 of the
second terminal supporting portion 152 on an opposite side
from the second spacer 83 are bent in a substantially U shape
in the end of the second terminal supporting portion 152 at the
opposite side from the second end 22¢ of the hollow insulator
22, and then extend parallel to one another along the longi-
tudinal direction of the sensor portion 21 in the second
bracket engagement portion 164. Further, the two lead wires
101 and 102 are drawn out of the second bracket engagement
portion 164 from an end of the second bracket engagement
portion 164 closer to the second end 22¢ of the hollow insu-
lator 22. The second bracket engagement portion 164 has a
basal end inserted to an engagement groove (not shown)
formed at the other end in the longitudinal direction of the
bracket 12 when fixing the object detection sensor 141 to the
bracket 12.

Next, a method for manufacturing the object detection
sensor 141 of the second embodiment will be described with
reference to FIG. 3, FIG. 11A and FIG. 11B together with the
operation of the object detection sensor 141. A first terminal
portion 31 arranged in the vicinity of the first end 224 of the
hollow insulator 22, it is manufactured in the same manner as
the first embodiment. Thus, the manufacturing method will be
described for the second terminal portion 142 arranged in the
vicinity of the second end 22e¢ of the hollow insulator 22.

First, a support member coupling step of coupling the
second support member 151 to the hollow insulator 22 is
performed. In the support member coupling step, the second
support member 151 supporting the pair of second terminals
88 is coupled to the second end 22e by inserting the second
spacer 83 to the bore 226 from the second end 22e of the
hollow insulator 22. The second spacer 83 is inserted to the
bore 224 until a pair of contact surfaces 153a contacts the
second end 22e of the hollow insulator 22. Then, after the
center electrodes 25 of the two electrode wires 23 and 24 are
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drawn out from the second end 22e¢ guided by the three
guiding projection portions 153¢, and the distal ends of the
respective center electrodes 25 respectively arranged on the
two second terminals 88, the center electrodes 25 are electri-
cally connected to the second terminals 88 by welding. Fur-
ther, the distal ends of the two lead wires 101 and 102 are
respectively press fitted to the pair of holding recess portions
1545, and the metal wires 103 exposed by removing the
insulating films 104 at the distal ends of the two lead wires
101 and 102 are respectively inserted into the pair of wire
guiding portions 154¢. Then, the distal ends of the respective
lead wires 101 and 102 guided toward the second terminals 88
by the pair of wire guiding portions 154¢ are electrically
connected to the second terminals 88 by welding.

Next, a hardening step of forming the second blocking
member 171 is performed. In the hardening step, the second
blocking resin material 172, having flowability before being
hardened, is applied and adhered to the portion of the second
support member 151 on the outside of the hollow insulator 22,
which is a portion closer to the second spacer 83 than the
portion ofthe second terminals 88 where the center electrodes
25 are connected. A predetermined amount of the second
blocking resin material 172 is arranged at the connecting
portions of the two second terminals 88 with the center elec-
trodes 25, and flows toward the second end 22e of the hollow
insulator 22 along the surfaces of the second terminals 88 and
the outer circumferential surface of the electrode guiding
portion 153. Further, the second blocking resin material 172
covers the portions of the respective second terminals 88
where the center electrodes 25 of the respective electrode
wires 23 and 24 are connected, and also covers the outer
circumferential surface of the electrode guiding portion 153.
Since the electrode guiding portion 153 includes the second
guiding portions 1535, the second support member 151
includes the gap S3 that opens toward the outer circumferen-
tial surface of the electrode guiding portion 153, communi-
cates with the bore 225, and is formed between the electrode
guiding portion 153 and the second end 22¢ when the second
spacer 83 is inserted into the bore 225 and the pair of contact
surfaces 153a contacts the end surface of the second end 22¢
of the hollow insulator 22. Thus, the second blocking resin
material 172 that flows toward the second end 22e of the
hollow insulator 22 along a surface of the electrode guiding
portion 153 is guided by the second guiding portions 1535
and is likely to flow between the end of the electrode guiding
portion 153 in the vicinity of the second spacer 83 and the
second end 22e of the hollow insulator 22 (that is, in the gap
S3). Further, at the end surface of the second end 22¢ of the
hollow insulator 22 in the longitudinal direction, the bore 22/
includes the opening where the second spacer 83 is not
arranged (opening that is not closed by the second spacer 83).
Since the opening opens toward the gap S3, the second block-
ing resin material 172 is allowed to enter between the outer
circumferential surface of the second spacer 83 inserted to the
hollow insulator 22 and the inner circumferential surface of
the hollow insulator 22. Accordingly, the second blocking
resin material 172 covers the basal end surface of the second
spacer 83 to fill the second guiding portions 1535 (space S3),
enters the bore 22/ from the opening of the bore 225 at the
second end 22e of the hollow insulator 22, and fills between
the outer circumferential surface of the second spacer 83 and
the inner circumferential surface of the bore 224. That is, the
second blocking resin material 172 closes the opening of the
bore 224 at the second end 22e of the hollow insulator 22.
Further, by irradiating ultraviolet ray to the second blocking
resin material 172 and hardening the second blocking resin
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material 172, the second blocking member 171 is formed
from the second blocking resin material 172.

Next, a terminal forming step of forming the second ter-
minal molded member 161 is performed. In the terminal
forming step, the second support member 151 and the second
end 22¢ of the hollow insulator 22 are arranged in a mold (not
shown) for forming the second terminal molded member 161,
and fills the mold by injecting melted second terminal mold-
ing resin material 162. That is, in the present embodiment, the
second terminal molded member 161 is formed by injection
molding. In this case, the opening of the bore 225 at the
second end 22e of the hollow insulator 22 is closed by the
second blocking member 171. Thus, the second blocking
member 171 blocks the entrance of the melted second termi-
nal molding resin material 162 into the bore 225, that is, into
the hollow insulator 22 from the second end 22e¢. Accord-
ingly, since the melted second terminal molding resin mate-
rial 162 is prevented from entering the hollow insulator 22
from between the outer circumferential surface of the second
spacer 83 and the inner circumferential surface of the bore
22b, the melted second terminal molding resin material 162 is
prevented from entering deep into the bore by passing over
the second spacer 83. Further, since the second blocking
member 171 covers the connecting portions of the second
terminals 88 and the center electrodes 25, the connecting
portions are protected by the second blocking member 171 by
filling the second terminal molding resin material 162 in the
mold. Then, the second terminal molded member 161 is
formed by hardening the second terminal molding resin mate-
rial 162 in the mold. Accordingly, the object detection sensor
141 is completed when the second terminal portion 142 is
formed at the other longitudinal end of the sensor portion 21
thereby ending the terminal forming step.

As described above, the second embodiment has the fol-
lowing advantage in addition to advantages of (1) to (14) of
the first embodiment.

(16) The second guiding portions 1535 are recessed and
have simple shapes. Accordingly, the shape of the second
support member 151 is prevented from becoming compli-
cated.

The embodiments of the invention may be modified as
described below.

In each embodiment, the electrical connecting portions of
the first terminals 48 and the center electrodes 25 are covered
by the first blocking member 61, and the electrical connecting
portions of the second terminals 88 and the center electrodes
25 are covered by the second blocking member 111 and 171.
However, the first blocking member 61 does not necessarily
need to cover the electrical connecting portions of the first
terminals 48 and the center electrodes 25 as long as it is
formed to block the first terminal molding resin material 52
from entering to the inside of the hollow insulator 22. In the
same manner, the second blocking members 111 and 171 do
not necessarily need to cover the electrical connecting por-
tions of the second terminals 88 and the center electrodes 25
as long as they are formed to block entrance of the second
terminal molding resin materials 92 and 162 into the hollow
insulator 22.

In the first embodiment, the first blocking resin material 62
may be a resin material that hardens in a shorter time than the
first terminal molding resin material 52. In the same manner,
the second blocking resin material 112 may be a resin mate-
rial that hardens in a shorter time than the second terminal
molding resin material 92. Further, in the hardening step, the
first blocking resin material 62 is adhered to the first end 224
of'the hollow insulator 22 when it has flowability. The second
blocking resin material 112 is adhered to the second end 22e
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of'the hollow insulator 22 when it has flowability. In this case,
since the first blocking resin material 62 is hardened in a
shorter time than the first terminal molding resin material 52,
the time required for the hardening step can be shortened, and
the process can proceed to the terminal forming step earlier.
In the same manner, since the second blocking resin material
112 hardens in the shorter time than the second terminal
molding resin material 92, the time required for the hardening
step can be shortened, and the process can proceed to the
terminal forming step earlier. This improves the productivity
of the object detection sensor 13. Further, in the second
embodiment, the second blocking resin material 172 may be
a resin material that is hardened in a shorter time than the
second terminal molding resin material 162. Further, in the
hardening step, the second blocking resin material 172 is
adhered to the second end 22¢ of the hollow insulator 22 when
it has flowability. In this case, since the second blocking resin
material 172 is hardened in the shorter time than the second
terminal molding resin material. 162, the time required for the
hardening step can be shortened, and the process can proceed
to the terminal forming step earlier. This improves the pro-
ductivity of the object detection sensor 141.

In each embodiment, the first blocking resin material 62 is
a different type of resin material from the first terminal mold-
ing resin material 52. However, the first blocking resin mate-
rial 62 may be a resin material that is of the same type as the
first terminal molding resin material 52. In this case, the first
blocking resin material 62 is adhered to the portion of the first
support member 41 outside the hollow insulator 22 in the
hardening step for example under a pressure-free state. In this
case, since the first blocking member 61 and the first terminal
molded member 51 are formed from the same type of resin
material, a plurality of types of resin materials do not need to
be prepared. Accordingly, the manufacturing cost can be
reduced. Further, in the first embodiment, the second block-
ing resin material 112 is a different type of resin material from
the second terminal molding resin material 92. However, the
second blocking resin material 112 may be a resin material
that is of the same type as the second terminal molding resin
material 92. In this case, the second blocking resin material
112 is adhered to the portion of the second support member 81
outside the hollow insulator 22 in the hardening step for
example under a pressure-free state. In this case, since the
second blocking member 111 and the second terminal
molded member 91 are formed from the same type of resin
material, a plurality of types of resin materials do not need to
be prepared. Accordingly, the manufacturing cost can be
reduced. The same applies to the second terminal molding
resin material 162 and the second blocking resin material 172
of the second embodiment.

In each embodiment, the first blocking resin material 62
configuring the first blocking member 61 and the second
blocking resin materials 112 and 172 configuring the second
blocking members 111 and 171 are all ultraviolet curing resin
materials. However, the first blocking resin material 62 and
the second blocking resin materials 112 and 172 may be
photo-curing resin materials that are not ultraviolet curing
resin materials. Further, the first blocking resin material 62
and the second blocking resin materials 112 and 172 may be
hot melt resin (two-component curing resin material).

In the first embodiment, although the first support member
41 includes the first spacer 43, it does not necessarily need to
include the first spacer 43. Further, although the second sup-
port member 81 includes the second spacer 83, it does not
necessarily need to include the second spacer 83. Further, in
the second embodiment, although the second support mem-
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ber 151 includes the second spacer 83, it does not necessarily
need to include the second spacer 83.

The shapes of the first guiding portions 47 and the second
guiding portion 84 are not limited to the shapes in the first
embodiment. A first guiding portion only needs to be formed
on at least one of the first support member 41 and the first end
22d of'the hollow insulator 22 to guide the first blocking resin
material 62 between the first support member 41 and the first
end 22d of the hollow insulator 22 opposing in the longitudi-
nal direction of the hollow insulator 22. For example, the first
guiding portion may be a notch positioned at the first end 224
of the hollow insulator 22 and formed to communicate with
the bore 225. Further, the first support member 41 may be
coupled to the hollow insulator 22 so that the contact surfaces
46 and the first end 22d separate in the longitudinal direction
of the hollow insulator 22, and a space formed between the
first terminal supporting portion 42 and the first end 224 and
communicated with the bore 2254 in this case may be used as
the first guiding portion. In the same manner, a second guid-
ing portion only needs to be formed on at least one of the
second support member 81 and the second end 22e of the
hollow insulator 22 to guide the second blocking resin mate-
rial 112 between the second support member 81 and the
second end 22e of the hollow insulator 22 opposing in the
longitudinal direction of the hollow insulator 22. Further, the
same applies to the second guiding portions 15354 of the
second embodiment.

In the first embodiment, although the object detection sen-
sor 13 includes the first support member 41 and the second
support member 81, it does not necessarily need to include the
first support member 41 and the second support member 81.
Further, in the second embodiment, although the object detec-
tion sensor 141 includes the first support member 41 and the
second support member 151, it does not necessarily need to
include the first support member 41 and the second support
member 151.

In each embodiment, by applying the first blocking resin
material 62, which has flowability before being hardened, to
the portion of the first support member 41 outside the hollow
insulator 22, the first blocking resin material 62 is adhered to
the first end 224 of the hollow insulator 22. This forms the first
blocking member 61 from the first blocking resin material 62.
In the same manner, by applying the second blocking resin
materials 112 and 172, which have flowability before being
hardened, is applied to the portions of the second support
members 81 and 151 outside the hollow insulator 22, the
second blocking resin materials 112 and 172 are adhered to
the second end 22e of the hollow insulator 22. This forms the
second blocking members 111 and 171 from the second
blocking resin materials 112 and 172. However, the first
blocking member 61 may be formed by filling the first block-
ing resin material 62 in a blocking member forming mold
accommodating the first support member 41 and the first end
22d, of the hollow insulator 22. In the same manner, the
second blocking members 111 and 171 may be formed by
filling the second blocking resin materials 112 and 172 in a
blocking member forming mold accommodating the second
support members 81 and 151 and the second end 22e¢ of the
hollow insulator 22. In such cases, the first blocking member
61 and the second blocking members 111 and 171 may easily
be formed with a uniform film thickness. The first blocking
resin material 62 and the second blocking resin materials 112
and 172 are filled in the blocking member forming molds
under a pressure that does not result in the first blocking resin
material 62 and the second blocking resin materials 112 and
172 entering deep into the hollow insulator 22 by passing by
the first spacer 43 and the second spacer 83.
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Further, the first blocking member 61 may be formed from
the first blocking resin material 62 by adhering the first block-
ing resin material 62, which has flowability before being
hardened, to the first end 224 of the hollow insulator 22 with
a syringe after inserting the first spacer 43 into the bore 225
and coupling the first support member 41 to the first end 224
of'the hollow insulator 22, in this case, the first blocking resin
material 62, which has flowability before being hardened, is
injected into the end of the bore 224 in the vicinity of the first
end 224 (in hollow insulator 22) with the syringe, and then
hardened to form the first blocking member 61. As in the first
embodiment, when the first guiding portion 47 is formed in
the first support member 41, the first blocking resin material
62 can easily be injected into the opening of the bore 22/ at
the first end 224 with the syringe through the first guiding
portion 47.

In the same manner, the second blocking member 111 may
be formed from the second blocking resin material 112 by
adhering the second blocking resin material 112, which has
flowability before being hardened, to the second end 22¢ of
the hollow insulator 22 with a syringe after inserting the
second spacer 83 to the bore 225 and coupling the second
support member 81 to the second end 22e of the hollow
insulator 22. In this case, the second blocking resin material
112, which has flowability before being hardened, is injected
into the end of the bore 225 in the vicinity of the second end
22e (in the hollow insulator 22) with the syringe, and then
hardened to form the second blocking member 111. As in the
second embodiment, when the second guiding portion 84 is
formed on the second support member 81 and the hollow
insulator 22, the second blocking resin material 112 can eas-
ily be injected into the opening of the bore 225 at the second
end 22¢ with the syringe through the second guiding portion
84.

In each embodiment, although the first support member 41
includes the first terminals 48, it does not necessarily need to
include the first terminals 48. In this case, the first support
member 41 supports the center electrodes 25 of the electrode
wires 23 and 24 drawn out from the first end 224 of the hollow
insulator 22, and electrically connects the center electrodes
25 directly to the resistor 49 (without the first terminals 48)
through soldering or the like. As a result, in the hardening
step, when the first blocking resin material 62 is applied to the
outer circumferential surface of the first support member 41,
the center electrodes 25 are prevented from being displaced
relative to the first support member 41. This prevents the
center electrodes 25 from being displaced relative to the resis-
tor 49. Accordingly, when forming the first blocking member
61, the load applied to electrically connected portions of the
center electrodes 25 and the resistor 49 is reduced. In the same
manner, the second support members 81 and 151 do not
necessarily need to include the second terminals 88. In this
case, the second support members 81 and 151 support the
center electrodes 25 of the electrode wires 23 and 24 drawn
out from the second end 22e of the hollow insulator 22, and
electrically connects the center electrodes 25 directly to the
lead wires 101 and 102 (without the second terminals 88)
through welding or the like. As a result, in the hardening step,
when the second blocking resin materials 112 and 172 are
applied to the outer circumferential surfaces of the second
support members 81 and 151, the center electrodes 25 are
prevented from being displaced relative to the second support
members 81 and 151. This prevents the center electrodes 25
from being displaced relative to the lead wires 101 and 102.
Accordingly, when forming the second blocking members
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111 and 171, the load applied to electrically connected por-
tions of the center electrodes 25 and the lead wires 101 and
102 is reduced.

In the first embodiment, in the support member attaching
step, the two lead wires 101 and 102 are electrically con-
nected to the second terminals 88 after coupling the second
support member 81 to the second end 22e of the hollow
insulator 22. However, the two lead wires 101 and 102 may
respectively be electrically connected to the two second ter-
minals 88 in advance before coupling the second support
member 81 to the second end 22¢ of the hollow insulator 22
(that is, before inserting the second spacer 83 to the bore 225
from the second, end 22¢). This also applies to the support
member attaching step in the second embodiment.

In each embodiment, the electrode wires 23 and 24 spirally
extend in the hollow insulator 22. However, the electrode
wires 23 and 24 do not necessarily need to be spiral. For
example, the electrode wires 23 and 24 may extend linearly
along the longitudinal direction of the hollow insulator 22.

In each embodiment, two electrode wires 23 and 24 are
arranged in the hollow insulator 22. However, the number of
the electrode wires arranged in the hollow insulator 22 is not
limited to two, and may be three or more.

In each embodiment, the object detection sensors 13 and
141 are arranged at the peripheral edge portions of the door
panel 5. However, the object detection sensors 13 and 141
may be arranged at peripheral edge portions of the back
opening 4 that opposes the peripheral edge portion of the door
panel 5. Further, the object detection sensors 13 and 141 are
not limited to the object detection devices 11 provided in the
electric back door device 2, and may be used in an object
detection device provided in an electric slide door device that
opens and closes an entrance provided on a side surface of a
vehicle body by sliding a door panel. Further, other than being
used in an object detection device provided in a door opening
and closing device that performs opening and closing opera-
tions by moving a door panel by a drive force of a motor and
the like, the foreign object detection sensors 13 and 141 may
be used in a device for detecting a contact of an object.

The invention claimed is:

1. An object detection sensor comprising:

an insulative and elastic hollow insulator extending in a
longitudinal direction, wherein the hollow insulator
includes a longitudinal end;

a plurality of electrode wires arranged in the hollow insu-
lator spaced apart from each other, wherein each of the
electrode wires includes a drawn-out portion drawn out
of the hollow insulator from the longitudinal end of the
hollow insulator;

a terminal molded member formed from an insulative ter-
minal molding resin material, the drawn-out portions
embedded in the terminal molded member; and

a blocking member arranged at the longitudinal end of the
hollow insulator, wherein the blocking member blocks
entrance of the terminal molding resin material into the
hollow insulator.

2. The object detection sensor according to claim 1,
wherein the blocking member is formed from a blocking resin
material that is applied to the longitudinal end of the hollow
insulator or filled in a blocking member forming mold accom-
modating the longitudinal end of the hollow insulator.

3. The object detection sensor according to claim 1, further
comprising a support member arranged adjacent to the lon-
gitudinal end of the hollow insulator, wherein the support
member supports the drawn-out portions while preventing
contact between the electrode wires.
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4. The object detection sensor according to claim 3,
wherein the support member includes a spacer inserted into
the hollow insulator.

5. The object detection sensor according to claim 3,
wherein at least one of the support member and the hollow
insulator includes a guiding portion that guides the blocking
resin material into between the support member and the lon-
gitudinal end of the hollow insulator.

6. The object detection sensor according to claim 4,
wherein the longitudinal end of the hollow insulator includes
an opening that allows entrance of the blocking resin material
into between an outer circumferential surface of the spacer,
which is inserted into the hollow insulator, and an inner
circumferential surface of the hollow insulator.

7. The object detection sensor according to claim 1,
wherein the blocking member is formed from a hot melt resin
or a photocuring resin.

8. The object detection sensor according to claim 1, further
comprising:

a support member arranged adjacent to the longitudinal
end of the hollow insulator, wherein the support member
supports the drawn-out portions while preventing con-
tact between the electrode wires, wherein

the support member includes a terminal electrically con-
nected to the portions of the electrode wires drawn out of
the hollow insulator, and

the blocking member covers an electrically connected por-
tion of the electrode wires and the terminal.

9. A method for producing an object detection sensor, the

method comprising:

preparing an insulative and elastic hollow insulator extend-
ing in a longitudinal direction, wherein the hollow insu-
lator includes a longitudinal end;

arranging a plurality of electrode wires in the hollow insu-
lator with the electrode wires spaced apart from each
other, wherein each of the plurality of electrode wires
includes a drawn-out portion drawn out of the hollow
insulator from the longitudinal end of the hollow insu-
lator;

adhering an insulative blocking resin material to the lon-
gitudinal end of the hollow insulator to close the longi-
tudinal end of the hollow insulator with the blocking
resin material;

hardening the blocking resin material after closing the
longitudinal end of the hollow insulator; and

forming a terminal molded member with an insulative ter-
minal molding resin material so that the drawn-out por-
tions and the hardened blocking resin material are
embedded in the terminal molded member.

10. The method for producing an object detection sensor

according to claim 9, wherein

the blocking resin material hardens within a shorter time
than the terminal molding resin material, and

the blocking resin material is adhered to the longitudinal
end of the hollow insulator in a flowable state.

11. The method for producing an object detection sensor

according to claim 9, further comprising:

preparing a support member including a spacer;

arranging the support member to position the spacer in the
hollow insulator and so that the support member is adja-
cent to the longitudinal end of the hollow insulator,
wherein the spacer prevents contact between the elec-
trode wires in the longitudinal end of the hollow insula-
tor;

supporting the drawn-out portions with the support mem-
ber; and
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forming the terminal molded member with the terminal
molding resin material so that at least part of the support
member is embedded in the terminal molded member.

12. The method for producing an object detection sensor
according to claim 11, wherein the blocking resin materialis 5
adhered to the longitudinal end when the spacer is positioned
in the hollow insulator.
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